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Preface

Welcome to the ICSP YPS series products!
We heartily appreciate your using of ICSP YPS series products!

To protect your vital interests, please carefully read the following statements.

Legal Notice

Trademark
Microsoft®, Windows®, Windows Server® and Windows Vista® are trademarks registered
by Microsoft Corporation in the United States or other countries/regions.

Wi-Fi Direct,Wi-Fi Protected Setup(WPS),WPA ,WPA2,and Wi-Fi Protected Access are marks
of the Wi-Fi Alliance.

The ownership to the names of the software in this User Guide belongs to their respective
companies in accordance with corresponding license agreement, and they are referred for
instructions only.

All other product and brand names herein may be the registered trademarks, trademarks or
service marks of their respective owners, and they are referred for instructions only.

Copyright

The Copyright of this User Guide is owned by Shanghai Kaidun Industrial Co., Ltd.

It is prohibited to copy, translate, modify and transmit this User Guide by any means or forms
without the prior written consent of Shanghai Kaidun Industrial Co., Ltd.

Version:V1.1

Disclaimer

For a better user experience, Shanghai Kaidun Industrial Co., Ltd. reserves the right to make
changes to the User Guide. The information contained herein is subject to change without
notice




Users are responsible for any damages arising from failing to follow this User Guide.
Meanwhile, except the express warranty made in the product maintenance manual or
service commitment, Shanghai Kaidun Industrial Co., Ltd. does not make any express or
implied warranty or guarantee to this User Guide (including composing or words).

Using this product to copy, print, scan certain documents or images or make other forms

of operations may be prohibited by the local laws. If you are uncertain about the legality of
using this product for certain documents or images, you should consult your legal advisor in
advance.

The product can only be used safely in the non-tropical areas at an altitude no higher than
2000 meters.




Safety Precautions

Disconnect the power supply

The product should be placed close to or easily accessible to power sockets, so as to allow
easy disconnection of power supply!

Laser Safety

The laser radiation is harmful to the human body. Since laser components are completely
sealed in the printer, laser radiation will not leak. To avoid laser radiation, please do not
randomly disassemble the printer!

The printer follows the provisions of Class 1 laser products under CFR standard. The printer
has a Class lll b laser diode, which has no laser radiation leakage among laser components.

The laser components shall complies with the requirements of: U.S. Code of Federal
Regulations, 21 CFR 1040, IEC 60825-1

The following label is attached to the laser components inside the printer:

|mmmm

CLASS 3B INVISIBLE LASER RADIATION WHEN OPEN AND INTERLOCKS DEFEATED
WARNING

AVOID EXPOSURE TO THE BEAM .

AVERTISSEMENT RAYONNEMENT LASER INVISIBLE DE CLASSE 3B-EN CAS D'OUVERTURE

ET DE VERROUILLAGE DEFECTUEUX EVITEZ TOUTE EXPOSITION AU FAISCEAU -

ADVERTENCIA RADIACION LASER INVISIBLE DE CLASE 3B EN CASO DE APERTURA Y

NEUTRALIZACION DE LA SEGURIDAD EVITAR EXPOSICION AL HAZ.

WARNUNG  UNSICHTBARE STRAHLUNG VON LASER KLASSE 38 WENN OFFEN UND

VERRIEGELUNGEN ENTRIEGELT KONTAKT MIT LASERSTRAHL VERMEIDEN.

ADVARSEL KLASSE 38 USYNLIG LASERSTRALING | ABEN TILSTAND MED INTERLOCK
FORBIKOBLET UNDGA UDS/ATTELSE FOR STRALEN.

VARNING KLASS 38 OsYNLG LASERSTRALNING NAR OPPNAD OCH FORSEGLINGARNA

Be

AR BRUTNA UNDVIK EXPONERING FOR LASERSTRALEN.
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CLASS 38 INVISIBLE LASER RADIATION WHEN
WARNING OPEN AND INTERLOCKS DEFEATED AVOID
EXPOSURE TO THE BEAM

RAYONNEMENT LASER INVISIBLE DE CLASSE 38 -

AVERTISSENENT EN CAS DOUVERTURE ET DE VERROULLAGE
DEFECTUEUX EVITEZ TOUTE EXPOSITION AU
FAISCEAU!

RADIACION LASER INVISIBLE DE CLASE 38 EN
ADVERTENCIA CASO DE APERTURA Y NEUTRALIZACION DE LA
SEGURIDAD EVITAR EXPOSICION AL HAZ
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Safety Warning

Please note the following safety warnings before using the printer:

& There is high-voltage electrode inside the printer. Before
cleaning the printer, make sure the power is turned off!

A Plugging and unplugging the power cord plug with a
wet hand can result in an electric shock.

& The fuser unit is hot when and after
printing. Touching the fuser unit (the
shaded area as shown) may cause burns!

& The fuser unit is attached with a high temperature
warning label. Please do not remove or damage
this label.




Precautions

Precautions before Using the Printer:

1.Read and understand all instructions.
2.Familiarize yourself with the basic principles associated with operating electrical appliances.

3.Comply with all warnings and instructions marked on the equipment or specified in th
manual supplied with the equipment.

4.If the operating instructions conflict with the safety information, please refer back to
the safety information, as you may have misunderstood the operating instructions. If you
cannot resolve the conflicts, please call the Customer Service Hotline or contact a servic
representative for help.

5.Before cleaning the equipment, remove the power cord from the AC power supply outlet.
Do not use liquid or aerosol cleaners.

6.Please make sure that the equipment is put on a stable desktop surface to avoid serious
damage caused by the falling of the equipment.

7.Do not put the equipment near a radiator, an air conditioner, or a ventilation pipe.

8.Do not put any articles on the power cord. Do not put the equipment at the place where its
power cord could be stepped on by people.

9.0utlets and extension cords must not be overloaded. This may reduce performance and
could result in fire or electric shock.

10.Do not allow pets to chew on the AC power cord or the computer interface cable.

11.Do not allow sharp objects piercing equipment slot, so as to avoid contact with the high-
voltage device, which otherwise may result in fire or electric shock. Take care not to spill
liquids onto the equipment.

12.Do not disassemble the equipment so as to avoid the risk of electric shock. Necessary
repairs may only be carried out by professional maintenance personnel. Opening or removing
the cover could result in an electric shock or other potential hazards. Incorrect disassembly
and assembly could also result in an electric shock during future use.

13.If any one of the following occurs, disconnect the equipment from the computer and pull
out the power cord from the AC wall socket and contact a qualified member of the service
personnel for maintenance:

* Liquid has been spilled into the equipment.

* The equipment has been exposed to rain or water.

* The equipment falls, or the cover is damaged.

* Significant changes in the equipment s performance.

14.0nly adjust the control mentioned in the instructions. Incorrect adjustment of other controls
may result in damage and mean that professional maintenance personnel need to spend
more time fixing it.




15.Do not use the equipment in a thunderstorm so as to avoid the risk of an electric shock. If
possible, pull out the AC power cord during a thunderstorm.

16.If you continuously print multiple pages, the surface of the tray will become very hot. Take
care not to touch this surface, and keep children away from this surface.

17.The signal wire of the device connected with the printer can not be connected to the
outdoors.

18.Please ensure timely ventilation in case of a prolonged use or printing huge amounts of
documents in a poorly ventilated room.

19.In standby status, the product will automatically enter into the power saving (sleep) mode if
it does not receive any job order for a while (such as 1 minute); and it can realize zero power
consumption only if it has not been connected with any external input power supply.

20.As the Class 1 equipment, the product must be connected to the power supply outlet with
protective grounding line when using.

21.This product should be placed according to the shipping marks on the product package box
during delivery.

22.This product is a kind of low-voltage equipment. When using this product below the
specified voltage range,please refer to the product precautions or call ICSP Aftersales Service
Centre, if the toner comes off the printed contents, or the equipment starts slowly.

23.This product is sold as a complete machine. The consumers can go to ICSP Aftersales
Service Centre to purchase parts they need. If the product sold is inconsistent with the
package list, please go to the specified Aftersales Service Centre to solve the problem.

24 Install this product in a place with the temperature between 10°C and 35°C and the relative
humidity between 20% and 80%.

25.For security and other reasons the printer may switch to intermittent printing after a certain
amount of continuous printing.

26.Changes or modification not expressly approved by the party responsible for complianc
could void the user’s authority to operate the equipment.

27 .Please keep this User Guide properly.




Legal Information

)i
O

©

This symbol indicates that, at the end of your product’s life, it must not be
discarded as domestic waste. Instead, you should dispose of your used
equipment at a designated collection point for the recycling of waste electrical
and electronic equipment. Ref: EU Directive 2002/96/EC on Waste Electrical

and Electronic Equipment (WEEE). Please contact your distributor / supplier
for further information.

This product is suitable for indoor use only.

This printer is fully compliant with the ROHS Directive 2009/95/EC and the
requirements of the revised Directive 2011/65/EU for managing toxic and
hazardous substances.

‘ VII



Table of Contents

[ (=] = (o =P PP I
=T T 1AL 1o I
SAMELY PrECAULIONS ... e e e e e e e e e e e e e e e e e e e e e e e e e e aas 11
e (=02 1H 0] F v
7o (o] (R W LS T o I U= o ] ] (= 1
I o o o [0 o Y= 4= SR T [ o o ) o 1
YU o] o] [ T=To I Aol od =TT Yo ] = 2
L3I PTOTUCT VIBW ... 3
- LT g o] (=T G 02 Ty 1o [o [P 5
L.5.CONIIOI PANE ... e 6
1.5.1. Overview Of CONrol PANEL.........oouiiiiii e e e e e e e 6
1.6. Function Of StatUS INAICALOT.........ccoeiieieieee e 10
1.7.Function of POWET INAICALOT ........ccoeeeieee e 10
2. Paper and PriNt MEIA .........uoiiii it e e e e e e e e 11
P B o= 1o 1= G o 1= o 1= o o S 11
2.2.SPECIAI PAPET ... 12
2.3.Non-printing Area and NON-SCANNING AFC&......cccceeeiiiiiiiiiiii e eee e e e e e e e e e e e 13
A o L= o [ aTo I == o 1= S 14
2.4.1. Loading into the AutomatiC Feeder Tray..........ooooeiiiiiiiiie e 14
2.4.2. Install ManUal fFEEU TFAY .......oeeiiiiiei e e e e e e e e e e e s 16
2.5.Paper and ManuSCriPt USE PrOCESS........oouiiiiiii i e e 18
2.5.1. Scanning With Tablet ... 18
2.5.2. Scan with the automatic document feeder (ADF)..........cooiiiiiiiiiiii e, 20
3.Driver installation and uninNStallation ... 21
3.1.Driver installation based on WINdOWS SYSIEM .......coooiiiiiiiiiii e 21
3.1.1. Installation Via USB CONNECTION ........cetiiiiiiiiiiiiiiiiiiiieeeeeieieeeaeiaeseaaaeeessesssseesssebeeessneseeannnnnnne 21
3.1.2. One-key wireless network installation(applicable to Wi-Fi models) .........ccccccoevieeviiiiiinnnnnnn. 21
3.1.3. Installation via wired network connection(applicable to wired network models) ................. 22
3.1.4. Installation by wireless network connection mode(applicable to Wi-Fi models).................. 23
T T B Y= g 0 a1 Y =1 F= 1A o o R 27
3.2.Driver installation based 0N MacOS SYSIEM .......cooiiiiiiiiiiiiee e 27
3.2.1. DrIVEr INSTAIALION .....oeiiiiiiieeeeeee ettt et s st e e e e e ebbebnbbenanne 27
3.3.Add printer t0 MACOS SYSIEIM .....ciiiiiiiii e e e e et e e e e e e e e s 29
3.3.1. Add in USB CONNECLION MOUE ... ..ceiiieiiiiiiie e e e e et e e e e e e e e eeanen e e e aeeeeas 29
3.3.2. Addition in wired network connection mode(applicable to wired network models).............. 29
3.3.3. Add in wireless network connection mode(applicable to Wi-Fi models) .............ccceevvvvvnnnnn. 29
4 Wired network setup (applicable to wired network models) ... a7
.1 S TP AGUIESS ..ottt s 47
O 1 (0] ¢ g = L (oS 1= 1 (1 Vo PSPPSR 47
4.1.2. MANUAI SEEING ...ttt s a7
5.Wireless network setup (applicable to Wi-Fi MOdEIS) .......coooiiiiiiiiiii 48
5.1.BASIC SITUCTUIE MOUE ... .ttt ettt ettt e e e e e s ee s e e aeeseenneaeennes 48
5.1.1. Wireless Network SELUP TOOIS ........cooiiiieii e 48
5.1.2. Wi-Fi Protected Setup (WPS) SELUD......cutiiiiiiiiiiiiiiiiiieieieieieeeieeseee e 53
5.1.3. How to disable the Wi-Fi network connected ..............cccooooiiiiiii 53
YT I = Tox o T Yo [ RPN 54
5.2.1. Preliminary PreparationS. ... ... . oo oo e e e e e e e e e e e e et e e e e e e eeaeas 54
5.2.2. Wi-Fi DIr€Ct CONMNECTION. .....cei ettt 54
5.2.3. How to disable the Wi-Fi DIFECT.........oouuiiii e 55
5.3.Wireless network SetUp FAQS ..o 55
B. WV B SV ... 57
6.1.Visit the embedded Web SEIVEr ... ..o e 57
6.2.Use Web server t0 manage PriNer.........oooii i 57



I B o= o (o [ =TSR Y= (1] o L 58

6.2.2. WINCIESS SBIUP ...ttt e e 59
I T IV = Tod 1 ST~ (1 o 60
4 11 S PP PPPPPPPPPP 63
4000 T | T £ ) RPN 63
A =] 1 ST = x4 o 1SRN 64
ARG O o Tod=] I o 1 1 1] Vo [ SPPN 64
TAPHNING MOOE ...ttt s s nnnnnnne 64
7.4.1. Printing with the AUtomMatiC FEEUAEI Tray .......ciiii i e 64
7.4.2. Printing with manual fFEEA traY ......c..ceeeiiieiiee e e e e 65
7.5.Automatic TWO-SIAded PriNTING........coooiiiiiiiiii ittt 65
7.5.1. DUpIex printing UNIt SEIUP .....couvuiiiei e e et e e e e e e e et e e e e e e e e aareaa s 66
7.5.2. How to carry out auto dupleX Printing ..........ccoiieeireieiiiiei e e e e 67
7.6.FINE MOUE PIINTING ....coiiiiiiiiiiiei ittt et e e e e e e e s e e asnnnnnnnnnnnnnnes 69
A Y LV (=3 o 1] (1 o RPN 70
A I AU (o TS 1V o H=T=1 1] o RPN 71
7.9.0pEN HEIP DOCUMENT .....ciiiiiiiiieiee ettt nasnnnnnnnnnnnnes 72
ST 0] o)/ o P 73
T I OT0] o) Y718 To T ¥ 1 o1 11 o ISP 73
8.2.C0PYING MELNOU. ... ..ottt s e st nn e nnnnnnnnnes 73
TG R OT0] o)/ To JoT=1 o o =Y LR RPN 73
8.4.CommON COPYING SEHING . .iiiieiiiiiiii e e e e e e e e e e e e e e e e e e att e e e e eeeeestara e eeaeeeeeees 74
8.4.1. IMAGE QUAIILY ..ottt 74
S B 101 (=1 F=11 2SR 74
S G T = =TT 4 [o [P 75
8.4.4. MUIIPAGE ....oeiiiiiieieiie ettt b e 75
S ST O (o] o = SO PPN 76
BB, POSIEI .ot b e e et e e e e e 76
8.4.7. COllAtEA COPY ...ttt 77
8.4.8. Manual dUPIEX COPYING .. cceiiieiiiiiei i e ettt e e e et e e e e e e e e e e a e e e e e e e e ettt s e e e e e e e eesraaaaeaes 77
o e T o= o 1= g oY= (] o R 79
8.5. ID card COPYING SELHING ....coeeiiiiiiiiiiiiiii ittt ettt e e e seeseaesensnnnnsnnnnnnnnnnnes 79
8.5.1. ArrangemeENT MOUE. .......ooi ittt ettt ettt et e e e e e e e e eeseeeeesssasnssantennnnnnnnnnne 80
SR T 1 (= 0 1115 80
8.5.3. PaPr diMENSION ......coiiiiiiiiiiiiiie ittt b e 80
8.6. RECEIPE SEIING .....ceieiiiiiiiii ettt 81
ST TN O 1) (= 0 1715 81
8.6.2. PAPEI SEIING ... iiiieiiieiei ittt 81

1S TS T o1 o O PSPPSR 82
LS I 1o o S 82
9.1.1. SCaN APPIICALION ...ttt 82

LS IR A T AN VS Yo T T D )= 83

S I BTV o= T I V= PSPPSR 85
9.2.MACOS SYSTEIM SCAN ....etiiiiiiiiiiiiiiiiteb e e e e e e e e e e e e e e e e e e e e e e e eeeas 90
S I [0 N o7 o [ 920
S IV AN 1S T o RPN 93

LS TR T U L= ¢ Y o o 1SRN 94
LS IR TR s Tox= T o I (0 1 = O PP 94

S R S Vo T o I (o B = o - | P 95

LS IR TR s Tox= T o I ol el I PP 96

1S IR T M o= o I (o T U o 1] 97
9.4, CaNCEl SCAN JOD ... .o 97
10. GENEIAI SEIINGS ..ttt 64
OB S (=T 4 IS = 1 1] o SRR 64

O I [ 1 =7 AT o TS =Y 1] o S 64



O I T U =T =TS Y=Y 1] o o 65

10.1.3. RESIOrE FACIONY SEINGS .....uuuiiieeee e a e e e e e e e e e e e e e e e e aeeas 65
O Y 1= T o T I [T = 1] T 66
O T /1 S o 11 o 66
10.1.6. AULO SNUL-OF SEELING ... e 67

O 2 N[ Vo T Y=Y 1] o < 68
10.3. NEtWOIK INTOMMELION......uuiiiiii e e e e e e e e e e e e e e e e aaeaaeaeas 68
10.4. Print infOrMation FEPONT ... 69
10.5. Residual @amouNnt OF TONET........oooi i 69
O I @] U] ol = To [ 70
0 0T 1T L= o] (= = o o 71
0 O O =TT o o IR TN o 0 (= S 71
11.2. Toner cartridge and drum component MaINtENANCE ...........ceiieeeiiiiiiiiiiiie e 74
11.2.1. About toner cartridge and drum component COMPONENT .........uuuuummmmmnaee s 74
11.2.2. Replace toner cartridge and drum COMPONENL............uiiiiiiiiiiiiiii e 74

2 I (o101 1= g ToTo ] 1] o R 79
12.1. Cleaning JAMMEA PAPET ........uuuiiiiii e a e e e e e e e e e e e e e e e e e e e e e e e e aaaaaeaeeas 79
2 I T /1 o [T = o o 79
12.1.2. Paper Jam in the FUSEr UNit........coii oo e e s 81
12.20.3. DUPIEX UNIE JBIM ..o e e e e e e e e e e e e e e e e e e e e e e e e e e 84
12.1.4. A paper jam occurs on the automatic document feeder (ADF).......cccoooeivviiiiiiiiiieeeeeeeiinn, 85
12.2. SOfWAIE FAIUIE.......eenee e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e eees 87
R B L (o] g |V =TS ot To [ TR 87
12.4. CommON TroUBIESNOOLING.........coiiiiii e e e e e e e e e s 88
12.4.2. COMMON TIOUDBIE. ... 88
12.4.2. IMAGE DEIECES ...t 91

13, IMIBINU SETUCTUIE ...ttt oo e ettt s e oo e et et teb b e e e e e e e e e bbber e e e e e e e eebbaaaeeeeas 94
I e 0o [Tt RS o= Tod o= 1o £ 146
14.1. Overview of the SPECIfICAtIONS .........ccooiiiiie e 146
14.2. Print SPECIFICALIONS ....vvveiiii et e e e e e e 148
I I @] o) VRS o L= Tod o= 1o 1 148
14.4. SCAN SPECITICALIONS... ..o 148



1.Before Using the Printer

1.1.Product series introduction

Product
series M3030D Series YPS-3133DN Series
parameters
USB L] i
Interface
type  NET J
Wi-Fi
Print ~ GDI *
Language
guag PDL °
Control
Panel LCD * *
30ppm °
A4
Print 33ppm ®
Speed 32ppm o
Letter
35ppm °
Automatic ° °
Two-Sided
Printing
Mute printing ° ¢
Copy i i
Scan ° °
Scan to U-disk °
ADF L

(e: Support; Blank: Unsupport)

Fer Note: * This product series is subject to additions or changes without prior notice.
or after restoring to factory settings.

* For this user manual, the "ADF" is short for automatic document feeder.




1.2.Supplied Accessories

Name Parts

Toner cartridge

Drum component

USB Interface Cable

Power Cord

CD

Quick Setup Guide

ICSP Warranty

[

<" Note: + The ICSP Warranty may not be attached in some regions.




1.3.Product View

Side view

1 Cover of automatic
document feeder

2 Feed tray of automatic
document feeder

3 Exit tray of automatic
document feeder

4 Cover of scanner

5 Output Bin

6 Front USB interface
7 Control Panel

8 Glass Platen

9 Output Tray

N
.

® 666 00

This is used to remove the paper jammed in scanning for
the ADF.

This is used to place originals scanned from the ADF.

Prevent originals scanned from falling off.

Open the cover of scanner to place the scanned originals
on its glass plate.

For storing the printed paper.
This is used to scan to an U-disk without a computer.
Indicate printer status to conduct set operation.

This is used to place originals scanned from platen.

To prevent the printed paper from falling.



10 Front Cover To open the front cover to take out the laser toner cartridge.
11 Manual feed tray For placing mediums that are printed in manual feed tray.

Turn the power on or off and press this button under
Ready state to enter energy-saving mode. Press and hold
this button for more than 2s to turn the printer power off.

12 Power switch

13 Automatic Feeder Tray For placing mediums that are printed in auto feed tray.

14 Paper deflector of Slide paper deflector to adapt to paper width
manual feed tray

15 Paper width deflector of  Slide paper width deflector to adapt to paper
auto feed tray width.

16 Paper length deflector of  Slide paper length deflector to adapt to paper
auto feed tray length.

17 Clip of extended tray of  For adjustment of length extension
auto feed tray of the tray .

Rear View

& &

0000

1 LINE interface (only for ~ Telephone line interface, used for connection of this product
machine with the fax to the telephone circuit.
feature.)

2 EXT. interface (only for  Extension interface, used for connection with external extension

machine with the fax telephone.
feature.)
3 Network Interface For connecting product to network with network cable.
4 USB Interface For connecting product to computer with USB cable.
5 Power Interface For connecting product to power with power cord.
6 Rear Cover For paper release when it gets jammed.
7 Duplex Printing Unit For paper feed at duplex printing and paper release when

paper gets jammed at duplex printing.

<7 Note: -« Printer appearance may differ because of various models and functions,
so the schematic diagram is only for your reference.

Lo



1.4.Laser Toner Cartridge

Laser toner cartridge is composed of drum component and toner cartridge.

Service life of drum component

Type Average Print Volume

Longevity of drum
component ,SAtl;(r)]léta:g)OOO Pages(Based on ISO 19752

Service life of toner cartridge

Type Average Print Volume

Standard-volume toner About 1500 Pages(Based on ISO 19752

cartridge standard)

High-volume toner cartridge About 3000 Pages(according to ISO
19752 standard)

Super large volume catridge About 6000 Pages(Based on ISO
19752 standard)

<" Note: + The model is subject to increase without notice.
* Consumables capacity may vary with different using types.

* The Company does not recommend using consumables other than the original
consumables provided, as any damages caused by non-original consumables are
not covered by the scope of warranty.

* Toner cartridge appearance may differ because of multiple volume and models,
so the schematic diagram is only for your reference.




1.5.Control Panel

1.5.1.0verview of control panel

The layout of the printer control panel is shown below:

No. Name Functions

1 LCD Display Display operation interface and product information.
2 Copy Button Press this button to enter into copy mode.

3 Scan Button Press this button to enter into scan mode.

4 ID Card Copy Button Press this button to enter into ID Card Copy mode.

Short press Wi-Fi button to turn on direct Wi-Fi connection of the printer
and automatically print out "Mobile Device Wi-Fi Connection Wizard"
page (for models with Wi-Fi function only).

Long press Wi-Fi button for over 2s to start WPS when Wi-Fi is not
connected or to disconnect Wi-Fi when it has already been connected
(for models with Wi-Fi function only).

Open save toner function(applicable to non-Wi-Fi model only).

5 Wi-Fi button

6 Bill Copy Button Press this button to enter into Bill Copy mode.
7 c | Execute cancel operation
ance Idle state interface under copy mode, to reset the "Number of

Copies" to 01.

This is used to start relevant operations after finishing operation

8 Start Button settings.
In case of a feed failure, please press this key for pick-up and

printing again.



10

11

12

13

14

Menu

Back

OK

upP

Down

Status Light

Open the main menu of control panel

Return to the previous menu.
Confirm the selection on screen.

Scroll through the menus and options .
Increase 1 copy on the ready interface of Copy mode.

Scroll through the menus and options .
Decrease 1 copy on the ready interface of Copy mode.

Indicate the status of printer. (Please see Chapter 1.6).



1.6. Function of status indicator

The meanings of status displayed by the status indicator are as below:

Status displayed

No. by the status Status Status Description
indicator
1 Die out Shutdown or sleep state
2 -\ Green indicator Printer is ready
normally on
. ) o . Operative modes of Print, Copy,
3 ” \ Green indicator blinks Scan. Fax and others
4 ' Orange indicator blinks Low toner warning
* Toner cartridge error (uninstalled ink
cartridge, unmatching ink cartridge,
invalid toner cartridge)
* Drum unit error (the drum units are
not installed, not compatible or come
5 Red indicator to the end of their service lives.)
\ normally on

« Paper error (a paper out, paper
jam or feed failure occurs)

* Scan error (a scanning failure
occurs, and the ADF has an open
cover or a paper jam.)

« Fax error or printer error such as
the front cover of the printer is open.

1.7. Function of power indicator

Status displayed by

No power indicator Status Status Description

1 ‘ Die out Shutdown status

2 Always on Booting and ready states
3 Blink Sleep mode

10



2. Paper and Print Media
2.1.Paper Specification

Media Type Plain paper(70~105g/m?),thin paper(60~70g/m?)

o A4, Letter, A5, Legal, Statement, JIS B5, Folio,
Automatic ~ Media size Oficio, Executive, ISO B5, A6, B6, 16K, Big 16K,
32K, Big 32K,Custom

Feeder
T
ray Media weight 60~105g/m?
Maximum capacity 250 80 a/m?
of the tray pages (80 g/m?)
) Plain paper(70~105g/m?),thin paper(60~70g/m?),thick
Media Type paper(105~200g/m?),transparent film,carton
paper,label paper, envelope
A4, Letter, Legal, Folio, Oficio, Statement, Executive, JIS
o B5, ISO B5, A5, A6, B6, Monarch Env, DL Env, C5 Env,
feedtray ~ Media size NO.10 Env, C6 Env, Japanese Postcard, ZL, 16K, Big
Manual 16K, 32K, Big 32K, Yougata4, Postcard, Younaga3,
Nagagata3, Yougata2,Custom
Media weight 60~200 g/m?

Maximum capacity 1 pages
of the tray

L& Note: + 80 g/m? standard paper is recommended for this printer.

* It is not recommended to use special paper extensively, which may affect
the service life of the printer.

* The print media that does not meet the guidelines listed in this User Guide
may result in poor print quality, increased paper jam and excessive wear of
the printer.

* Properties such as weight, composition, texture and humidity are
important factors affecting the printer performance and output quality.
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Please note the following matters when selecting the print media:
1. Desired print effect: The print media selected should meet the requirement of the print tasks.

2. Surface smoothness: The smoothness of the print media may affect the sharpness of the print

outcome.

3. Some print media may meet all the use guidelines contained herein,but they still can not bring

satisfactory effect.

This may be due to incorrect operation, inappropriate temperature and humidity, or other factors
beyond the control of ICSP. Before purchasing large quantities of print media, make sure that the
print media meets the specifications specified in this User Guide.

2.2.Special Paper

This printer supports using the special paper for printing. Special paper includes: label
paper,envelope, transparent film, thick paper,carton paper, thin paper.

<" Note: » When using special paper or print media, be sure to select matched print type
and size in the print settings so as to get the best print effect.

Please observe the following standards:

Types of
Print Media

Correct Practices

Use labels with no exposed
lining paper only.

Labels shall be put flat when

Label Paper using.

Use labels of full sheet only.

There is no guarantee that all
the labels in the market can
meet corresponding
requirements.

Envelopes should be loaded
evenly.

Envelope

Transparent Only use transparent films
Film approved for use in laser
printers.

Only use heavy paper that is
approved for use in laser
printers and meets the weight
specifications of this printer.

Thick Paper,
carton paper

Incorrect Practices

Use wrinkled, blistered or damaged
label papers.

Use wrinkled, nicked, stuck or damaged
envelopes.

Use envelopes with clips, snhaps, windows,
or coated linings.

Use envelopes with self-adhesive stickers
or other synthetic materials.

Use transparent print media that is not
suitable for laser printers.

Use the paper whose weight is more than
the specification of the media
recommended for this printer, unless the
paper is approved for use in this printer.
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2.3.Non-printing Area and Non-scanning Area

The shaded part indicates the non-printing area and non-scanning area.

AT

AT

—
E

]

Usage Paper Size Top and bottom margins (A) Left and right margins (B)

A4 5mm(0.197inch) 5mm(0.197inch)
Printing

Letter 5mm(0.197inch) 5mm(0.197inch)

A4 5mm(0.197inch) 5mm(0.197inch)
Scan

Letter 5mm(0.197inch) 5mm(0.197inch)
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2.4.Loading Paper

[ Note: < Printer appearance may differ because of various models and functions,
so the schematic diagram is only for your reference.

2.4.1.Loading into the Automatic Feeder Tray

1. Slide out the automatic feeder tray from the printer.

2. Slide the clip of extended tray of auto feed tray, paper length deflector and paper width
deflector to the slot suitable for paper size, in order to match paper length and width.

& Note: » Do not overly squeeze the "paper length guide" and "paper width guide",
otherwise it could easily lead to deformation of paper.

14



3.Before loading paper, please unfold the stacked paper to avoid a paper jam or feed
error, and then load the paper into the tray print-side down.The automatic feeder tray can
be loaded up to 250 pages, 80g/m? paper

4.Raise the output tray to avoid the printed paper from slipping and falling, or immediately
remove the printed document after the printing is complete.

& Note: It is recommended that you raise the output tray to prevent the paper from
slipping and falling after printing. If you choose not to raise the output tray, we
recommend that you immediately remove the printed paper from the printer.

* If more than 250 pages (80 g/m?) are put inside the auto feed tray at one
time, paper jam or paper feed failure will be led to.

* If carrying out single-sided printing, please make sure that the side to be
printed (the blank side) is face down.
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2.4.2.Install manual feed tray

1. Raise the output tray to avoid the printed paper from slipping and falling, or immediately
remove the printed document after the printing is complete.

2. Open manual feed tray.

3. Slide the paper deflector of manual feed tray to match the two sides of paper. Do not use
excessive force;otherwise, paper will be made jammed or skewed.
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4. Put a flat printing medium into the manual feed tray with both hands.

& Note: * The printer will enter manual feed mode automatically when you put papers
inside the manual feed tray.

* Please put one printing medium inside the manual feed tray each time and
put in another piece after finishing printing.

* Put the printing medium inside the manual feed tray with the printing side
up; the top of paper should be put inside first.

5. When the printed page is output from the printer, put the second piece inside according to
the above steps to continue printing. Slow action will lead to the prompt of paper out or paper
failure of manual feed tray. After paper is put inside, printing will be resumed automatically;

too quick action may make paper caught up in the printer, which will easily result in paper jam.

& Note: < After printing, please take out printed papers output from printer immediately.
Stacked papers or envelops will lead to paper jam or wrapped paper.
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2.5. Paper and Manuscript Use Process

Manuscript requirements:

Source Type Size
Automatic A4, A5, B5,
document Plain paper AG,Letter,Folio,L
feeder (ADF) egal
Plain paper, thin paper, thick paper, A4, A5, B5, Letter,
Platen transparent film, carton paper, label paper, Full Scanning
envelope Platen, Custom

2.5.1.Scanning With Tablet

|4 Note: « Printer appearance may differ because of various models and functions, so the

schematic diagram is only for your reference.

Steps of Use:

1) Lift up the scanner cover.

2) Load the manuscript face down.
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3) Align the manuscript to match the appropriate paper size.

N | <l A5l 851 LTRI_ A4l

A
I
I
I
I
I
I
I
I

' £ Note: - Ifthe manuscript does not match with any size marker, please align the
upper-left corner of the manuscript with the arrow.

* Make sure there is no document in the ADF. If a document is detected in the
ADF, it will be more preferential than that on glass platen.

4) Close the scanner cover gently.

|« Note: « Please put the paper or document on the scanner glass after the glue, ink or
correction fluid are completely dried.

* Rough textured, uneven, oil stained and extremely smooth paper will make
printing effect poor.

» Please make sure that there is no dust, fluff, etc. on the paper.

» Paper shall be put on a flat surface and stored under a cool and dry environment.

« To avoid influencing the definition, please don't open the scanner cover during
scanning with the platen.
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2.5.2. Scan with the automatic document feeder (ADF)

1) Put the original into the ADF with its front upward and top fed first.

| <" Note: + The ADF supports feeding 50 pieces of paper at most that should be fed one
by one.
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3.Driver installation and uninstallation

3.1.Driver installation based on Windows system

« Before installing the drive, you need to learn about printer model by printing printer
information page out and check the product name (please refer to Chapter 10.4 for
printing methods).

* In case of covering the installed driver, the installation language cannot be changed. Please
uninstall the printer driver and then install the driver of new version.

L% Note: « Driver installation interface may differ because of different models and functions,
so the schematic diagram is only for your reference.

3.1.1.Installation via USB connection

1. Connect the printer to computer with USB cable and then turn power on.

2. Insert the installation CD companying with the printer in the CD driver of computer and
operate Autorun.exe installation program.

3. Read and agree to the licensing agreement, select installation language and printer model,
select “USB Connection” and then click “Install” .

4. The system starts to install driver, and it may take several minutes.

5. After installation is finished, “Installation Complete” interface will pop out, and it will be
closed automatically in about 3s.

3.1.2.0ne-key wireless network installation(applicable to Wi-Fi models)

If your computer is connected to network wirelessly and you also expect to connect a printer to the
network, it is recommended that you use the one-click wireless network installation method.

1. Turn on power of the printer and the computer. Connect the computer to the wireless
network.

2. Use a USB cable to connect a Wi-Fi model printer with a computer.
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3. Insert the installation CD companying with the printer in the CD driver of computer and
operate Autorun.exe installation program.

4.0n the pop-up driver installation interface, select “one-click wireless network installation”
and click “install”.

5.Then installation program will automatically configure the printer to connect into the
computer’s wireless network.

6. At completion of network configuration, the system starts installation of drive, which may
take several minutes.

7. After installation is finished, “Installation Complete” interface will pop out, and it will be
closed automatically in about 3s.

3.1.3.Installation via wired network connection(applicable to wired network
models)
1. Turn the power of printer and computer on.

2. Connect the computer to wired network.

3. Connect network cable to the network interface of printer, to make sure the printer is
connected to computer network (please refer to Chapter 4 for network setup).

4. Insert the installation CD companying with the printer in the CD driver of computer and
operate Autorun.exe installation program.

5. Read and agree to the licensing agreement, select installation language and printer model,
select “Cable network connection” and then click “Install”.
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6. The installation program starts to search for printer automatically, and it may take a while.

7. After finishing searching, select the printer that needs to be connected and click “Next”.

F -
i
+

Note: < If the printer you need to connect is not in the list of printers searched, please click

“Refresh” to search again.

* If you want to install printer driver in the name of host, please tick the “Printer

Name” you need to connect and “Install the printer from the list with a hosthame”.

* If IP address or host name is added manually, you need to know the IP address
of the printer connected or host name. If they are not made clear, please print
the “NetConf Pg” and view “IP Address” and “Host name” (Please refer to

Chapter 10.4).

8. The system starts to install driver, and it may take several minutes.

9. After installation is finished, “Installation Complete” interface will pop out, and it will be
closed automatically in about 3s.

3.1.4.Installation by wireless network connection
mode(applicable to Wi-Fi models)

Wireless network connection type is divided into basic structure mode and Wi-Fi
Direct mode (please refer to Chapter 5 for details).

3.1.4.1.Installation in basic structure mode
1. Connect computer to access point (wireless router).

2. Connect the printer to computer with USB cable and then turn power on.

3. Insert the installation CD companying with the printer in the CD driver of computer and
operate Autorun.exe installation program.
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4. Read and agree to the licensing agreement, select installation language and printer model,
select “Wireless network connection” and then click “Install”.

5. Select “Yes, | want to configurate the printer’s wireless network” on the wireless setup
window popped out, and operate according to the prompts to set up the printer to
wireless network (please refer to Chapter 5.1.1 for setup method).

6. After wireless network setup succeeds, the installation program will search for printer
automatically, and it may take a while.

7. Select the printer needs to be connected and click “Next”.
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ﬂi Note: « If the printer you need to connect is not in the list of printers searched, please click
“Refresh” to search again.
* If you want to install printer driver in the name of host, please tick the “Printer
Name” you need to connect and “Install the printer from the list with a hosthame”.
* If IP address or host name is added manually, you need to know the IP address
of the printer connected or host name. If they are not made clear, please print
the “NetConf Pg” and view “IP Address” and “Host name” (Please refer to

Chapter 10.4).

8. The system starts to install driver, and it may take several minutes.

9. After installation is finished, “Installation Complete” interface will pop out, and it will be
closed automatically in about 3s.

3.1.4.2.Installation in Wi-Fi Direct mode
1. Turn the power of printer and computer on.

2. Connect computer to the Wi-Fi Direct network of the printer (please refer to Chapter 5.2.2
for setup method).

3. Insert the installation CD companying with the printer in the CD driver of computer and
operate Autorun.exe installation program.

4. Read and agree to the licensing agreement, select installation language and printer model,
select “Wireless network connection” and then click “Install”.
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5. Select “No, the printer has been connected to wireless network” on the wireless setup
window popping out, and then click “Next”.

6. The installation program starts to search for printer automatically, and it may take a while.

7. Select the printer needs to be connected and click “Next” .

.,: Note: « If the printer you need to connect is not in the list of printers searched, please click
“Refresh” to search again.
* If you want to install printer driver in the name of host, please tick the “Printer
Name” you need to connect and “Install the printer from the list with a hostname”.
* If IP address or host name is added manually, you need to know the IP address
of the printer connected or host name. If they are not made clear, please print

the “NetConf Pg” and view “IP Address” and “Host name” (Please refer to
Chapter 10.4).

8. The system starts to install driver, and it may take several minutes.

9. After installation is finished, “Installation Complete” interface will pop out, and it will be
closed automatically in about 3s.
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3.1.5.Driver uninstallation
3.1.5.1.Uninstallation method

Windows 7 is taken as the example in the following operation. The information on your
computer screen may differ because of multiple operating systems.

1. Click the Start menu of computer and then click All programs.

2. Click ICSP, and then Click ICSP X Series.

ICSP X Series where X represents product model.

3. Click uninstall to delete the driver according to instructions on uninstall window.

4. Restart computer after finishing unloading.

3.2.Driver installation based on macOS system

* Driver installation under macOS system is divided into 2 steps, driver installation and
adding a printer.

* When you are installing a driver with wired or wireless network, you may need to know the
Bonjour name of printer. Please print the “Network setup page” to view it. (Please refer to

Chapter 10.4).

3.2.1.Driver installation

macOS 10.11 is taken as the example in the following operation. The information on
your computer screen may differ because of multiple operating systems.

1. Turn the power of printer and computer on.

2. Insert the CD companying with printer in the CD driver of your computer, and double click
ICSP X Series installation package. (X in ICSP X Series represents product model.)
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3. Click “Continue”.

4. Read licensing agreement and then click “Continue”.

5. Click “Agree” on the prompt window popping out to accept the licensing agreement.
6. Click “Install”.

7. Input computer password and click “Install Software”.

8. Click “Continue Installation” on the prompt window popping out.
9. The system will finish driver installation automatically.

* If using a USB cable to connect a computer with a Wi-Fi model printer, a wireless network
configuration prompt window will pop up during driver installation, as shown in following
picture.
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ﬂf Note: ¢ click “Yes”, you can configure printer’s wireless network via wireless network
configuration tool (refer to Chapter 5.1.1 for how to make configuration).When
configuration is completed, unplug USB cable, and then on the pop-up “Add
Printer” interface, you may add the network-connected printer(refer to Chapter 3.3
for how to add printer).

* Click “No”, you can add a USB-connected printer on the pop-up “Add Printer”
interface (refer to Chapter 3.3 for how to add printer).

If using a USB cable to connect a computer with a non-Wi-Fi model printer, a “Add Printer”
interface will pop up during the driver installation and you can add a printer here (refer to
Chapter 3.3 for how to add printer).

3.3.Add printer to macOS system

3.3.1.Add in USB connection mode

1. Connect the printer to computer with USB cable and then turn power on.
2. Enter the “System Preferences” — “Printers & Scanners” of computer.

3. Click * button to select “Add Printer or Scanner’.

4. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

5. Click “Add”.

3.3.2.Addition in wired network connection mode(applicable to wired network models)
1. Turn the power of printer and computer on.
2. Connect the computer to wired network.

3. Connect the network cable to the network interface of printer, and make sure the printer is
connected to the computer network (Please refer to Chapter 4 for network setup).

4. Enter the “System Preferences” — “Printers & Scanners” of computer.
5. Click * button to select “Add Printer or Scanner”.

6. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

7. Click “Add”.

3.3.3.Add in wireless network connection mode(applicable to Wi-Fi models)
1. Turn the power of printer and computer on.

2. Make sure the wireless network connection between computer and printer is set up.
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-f Note: « In case of basic structure mode, connect wireless network printer to the access
point (wireless router). Please refer to Chapter 5.1 for connection method.

* In case of Wi-Fi Direct mode, connect wireless client to wireless network printer
directly. Please refer to Chapter 5.2 for connection methods.

3. Enter the “System Preferences” — “Printers & Scanners” of computer.
4. Click * button to select “Add Printer or Scanner”.

5. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

6. Click “Add”.
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4 Wired network setup (applicable to wired network
models)

In case printers support wired network printing, they can be connected to network to control
printer to print in wired network mode.

4.1.Set IP Address

The IP address of the printer may be automatically obtained through DHCP function or set
manually.

4.1.1.Automatic Setting

DHCP automatic setting function is enabled by default on the printer.

1Connect the printer to the network through a network cable and complete the startup
preparation work.

2.The printer will receive the IP address assigned by server automatically. It may take
server minutes to receive IP address under the influence of network environment.

You can check the IP address of printer by printing "Network setup page" out (please refer to
Chapter 10.4 for printing method) or check network information by viewing the control panel
of printer (please refer to Chapter 10.3 for viewing methods). If the IP address is not listed,
please check network environment and then try again after waiting for several minutes.

% Note: + If DHCP server fails to assign IP address automatically, the printer will get
the link-local address assigned by printer automatically: 169.254 .xxx.xxx.

4.1.2.Manual Setting

To set up IP address for printer through the control panel of printer manually, please refer to
Chapter 10.2 for details.

To set up IP address for printer through the embedded Web server manually, please refer to
Chapter 6.2.1 for details.



5.Wireless network setup (applicable to Wi-Fi models)

Wireless network connection type is divided into basic structure mode and Wi-Fi Direct
mode. If you have problems with wireless network setup, please refer to Chapter 5.3
Wireless Network Setup FAQs.

Basic structure mode: connecting to a wireless
device via router

1. Access point (wireless router)
2. Wireless network printer

3. Computer connecting to access point via
wireless network

4. Computer connecting to access point via
network cable

Wi-Fi Direct mode: wireless client is connecting to
a printer with Wi-Fi function

1. Wireless network printer

2. Wireless client is directly connecting to a
wireless network printer

5.1.Basic structure mode

You can connect a computer to your printer via access point (wireless router) as the medium.
Access point (wireless router) connection is divided into wireless network setup and Wi-Fi
Protected Setup (WPS).

& Note: » The machine with the fax feature supports automatic search of wireless network
through the printer's control panel to select the wireless network you desire and
then input its password for connection.

Important: Before wireless network installation, you must learn about the service set
identifier (SSID) and password of your access point in order to use them during wireless
network setup. If they cannot be determined, please consult your network administrator or
access point (wireless router) manufacturer.

5.1.1.Wireless network setup tools

If your computer has been installed with a driver and had been connected to wireless
network, but the wireless network was changed, you can set it again with wireless network
setup tools.

5.1.1.1.Preliminary preparations
1. Access point (wireless router).
2. A computer that has been connected to network.

3. A printer that has wireless network function.
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5.1.1.2.Setup methods of wireless network setup tools
1. Take the wireless network setup tool in computer.

1) Windows system: Click the “Start menu” — “All programs” - “ICSP”- Product name —
“Wireless network setup tool”.

2) macOS system: click “Go” - “Applications” - “ICSP” - “Utilities” - “Wireless Network
Configuration Tool” on the computer Finder menu bar.

2. Use USB cable to connect and configure.

Select “Yes, | have an USB cable that can be used for installation” in the following interface.
Click “Next”.

The recommended wireless network configuration method is to use a USB cable to connect to wireless computers.

Do you have & USB cable?

Yes, I have a USB cable available for

© instalation. /—\\
| (== y

No, I don't have a USB cable.

Note: If you don't have & USE cable, you are still able to configure your printer wirelessly (advanced method).

MNext | ‘ Cancel

2.1 The computer has been connected to wireless network.

1) The currently wireless network currently connected to computer is selected as wireless
network configuration tool by default. Complete configuration according to interface prompt.

‘four computer's wireless network settings or wireless access point has been detected,

The wireless network name (wireless access point/router name) was detected:

S5ID: Test-APZ

Are you going to use these settings to connect to the wireless network?

@) Yes

No

Back | I Next ] ‘ Cancel
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Note: « The SSID you selected should be consistent with the SSID of access point
(wireless router) connected to your computer.

2) Please tick “No” to configure other wireless network needed to connect to. Complete
configuration according to interface prompt.

Please select the corresponding network name (351D} from the following list, or manually enter the SSID and password if
necessary, and then dick Next™ to configure,

Network Name Encryption method Signal Strength i
Test-AP2 WPAJVIPAZ 100% IE ‘
Test-AP3 WPAMPA2 100% A
Network Name (SSID):
Test-AP3
Encryption method:
[weawpaz -
Password:
[ Show password

Note: « At present, the printer supports 3 types of safe modes: none, WEP and WPA/WPA2.
1) None: There is no encryption method used.

2) WEP: Send and receive data via security key by using WEP (Wired Equivalent
Privacy). WEP key is applicable to 64-digit and 128-digit encrypted network and
can contain numbers and letters at the same time.

3) WPA/WPAZ2: it is the pre-shared key (PSK) of Wi-Fi protected access which
connects wireless device and access point via TKIP or AES encryption (WPS-

Personal). The working length of WPA/WPAZ2 is within the PSK of 8-63 characters.

* The display password is not ticked by default; if it is ticked, all passwords input
can be seen in clear text.

50



2.2 The computer is not connected to wireless network Input the SSID (case sensitive) and
password of access point (wireless router) in the interface below. Complete configuratio
according to interface prompt.

1. Please dick on "Print wireless network information page™ to get the netwark name and encryption method. Please skip this
step if you already know the network name and encryption method,

Printing wireless network information page

2, Please enter wireless network user name and password,

Netwark Name (SSID):

Encryption method:

None >

& Note:  If you do not know the SSID of access point (wireless router), please click “Print
- Wireless Network Information Page” to view the SSID of the needed access point
(wireless router).

* If the printer cannot be used normally after wireless network setup is finished
please install the drive again.

3. Use WPS connection .

Select “No, | don’t have a USB cable” in the interface below and then click “Next”.

The recommended wireless network configuration method is to use a USB cable to connect to wireless computers,

Do you have a USB cable?

(= Yes, Thave a USE cable available for
- installation. i

@) No, I don't have a USB cable.

Note: If you don't have a USB cable, you are still able to configure your printer wirelessly (advanced method).

MNext I ‘ Cancel
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1) Use WPS method to perform steps below to start wireless network on printer. (Please refer
to Chapter 5.1.2 for detailed WPS configuration)

Use WPS method to perform steps below to start wireless network on printer,

1. Hold Wi-Fi button on printer for 2s.

2. Set the access point to WPS mode.
For detals, see the guide provided with the access ’
point,

3. After all of the above are done, please dick Next™.

If you encounter any problems in the configuration process, place the printer doser to the location
of the Wireless Access Point for the time being,

Back I Next ‘ [ Cancel

2) Judge if the printer is successfully connected according to the status of Wi-Fi indicator
on printer. If configuration failed, please click “Previous” to configure again; if
configuration succeeded, please click “Done” to complete configuration.

Check the Wi-Fi light on the the printer. What is the status shown by the Wi light?

~ = If the light is off, configuration is unsuccessful. Please dick "Back™ to
Lo = reconfigure.
.
_— .
f: () If the light is on, configuration is successful.
.

Note: If the light s biinking, the printer is being configured. Please wait.

Next Cancel

& Note: « If the printer cannot be used normally after wireless network setup is finished,
. please install the drive again.
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5.1.2.Wi-Fi Protected Setup (WPS) setup

If the access point (wireless router) supports Wi-Fi Protected Setup (WPS), the Wi-Fi key on
the control panel of printer and WPS key on access point (wireless router) can be pressed in
order to connect the printer to wireless network.

5.1.2.1.Preliminary preparations

1. The access point (wireless router) supports Wi-Fi Protected Setup (WPS).
2. A printer that has wireless network function.

5.1.2.2.Wi-Fi Protected Setup (WPS) method

1. Turn on the power of printer and access point (wireless router).

2. Make sure the printer is in ready state.

control panel of printer.

3. Press "Wi-Fi" button on the printer panel for over 2s until the Wi-Fi indicator flashes in
blue and then release the button.

4. Press the WPS key on access point (wireless router) within 2min and then release it.

5. When the access point (wireless router) and printer start to connect, the blue Wi-Fi
indicator of printer starts to blink. The blue Wi-Fi indicator of printer will be normally on after
successful connection.

If the connection is not established after more than 2min, the printer will return to its ready
state, the Wi-Fi indicator will be off and Wi-Fi Protected Setup (WPS) connection will fail. If it
is needed to connect again, please repeat steps 3-4 above.

4 Note: * Please refer to Chapter 1.5 for how to cancel and disconnect Wi-Fi connection.

* After successful Wi-Fi Protected Setup (WPS) connection, please install a driver if
you want to print via wireless network.

5.1.3.How to disable the Wi-Fi network connected

Connect the wireless network in infrastructure mode by the steps above. If connected,
the Wi-Fi light on the control panel is normally on. Press and hold this button for more
than 2s to disconnect from Wi-Fi network (Wi-Fi light will be off).
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5.2.Wi-Fi Direct mode

You can connect wireless client (including the computer and mobile device with wireless
network feature) to wireless network printer without using the access point (wireless router).

5.2.1.Preliminary preparations
1. Printer with the Wi-Fi Direct feature.
2.Wireless client (including computer and mobile device with wireless network feature).

5.2.2.Wi-Fi Direct connection

Before connecting to printer hotspot, turn on direct Wi-Fi connection of the printer by short
pressing "Wi-Fi" button on the panel.

& Note: « « Short press "Wi-Fi" button on the printer panel to automatically print out
"Mobile Device Wi-Fi Connection Wizard" page for Wi-Fi connection by mobile devices.

5.2.2.1.Connection method of wireless client that supports Wi-Fi Direct
feature (direct invitation to connect)

You must use mobile devices that support Wi-Fi Direct function for Wi-Fi Direct connection.
The operating steps may differ because of the mobile device you are using.

1. Turn on printer power.

2. Turn on the mobile device and select setup to enter Wi-Fi connection interface.
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3. Select “Advanced” and then select “Wi-Fi Direct” in advanced WLAN interface.

4. Select printer SSID on direct interface to launch a connection invitation.

5. Press “OK key” to confirm connection when the panel lead to prompts whether to connect
to start Wi-Fi Direct connection.

‘5 Note: ¢ In case of auto connection mode, the mobile device will start to connect
automatically after initiating connection invitation without panel confirmation.

5.2.2.2.Connection method of wireless client that does not support Wi-Fi Direct
function (input password to connect)

1. Turn on printer power.

2. Press the “Menu key” — “Network Info” — “Wi-Fi dir. Info” on control panel of printer to view
“SSID” and “Password”.

3. Turn on the computer or mobile device with wireless network function; select the SSID of
Wi-Fi Direct and input password to connect.

5.2.3.How to disable the Wi-Fi Direct
1. Turn on printer power.

2. Press “Menu”, “Network Set”, “Wi-Fi Direct” and then “Off” on the printer’s control panel to
disable Wi-Fi Direct.

5.3.Wireless network setup FAQs

1. The printer is not found.
* If the power of computer, access point (wireless router) or printer is turned on.
« If the computer is connected to printer with USB cable.

* If the printer supports wireless network connection.
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2. SSID cannot be found when network is connected
* Inspect if the power switch of access point (wireless router) is turned on.

* The printer cannot find the SSID of the access point (wireless router) you need to connect,
please check the SSID of access point and try to connect again.

 Every time when the setup of access point (wireless router) is changed, you must set up the
wireless network of printer again.

3. Connection failure

* Please inspect if the safe mode and password of access point (wireless router) and printer
is correct.

* Inspect the wireless receiving around printer. Signal receiving may be affected if the router
is away from the printer or there is an obstacle between them.

* Turn the power of access point (wireless router) and printer off and then restart them and set
up.

4. The following aspects should be inspected if the printer has problems while they are used
in network:

* Inspect if the firewall software blocks communication. If the computer and printer are
connected in the same network but they cannot be searched, the communication might be
blocked by firewall software. Please refer to the user guide of firewall software to turn
firewall off and then try to search the printer again.

* Inspect if the IP address assignment of printer is correct. You can inspect IP address by
printing the network setup information page of printer out.

* Please refer to the following steps to check if printer and computer are in the same
network:

1) Select "Command prompt" as shown below.

a. Windows 8/10 system: Select "Search" button in the Start Menu and input "Command
prompt"in search bar, then press the "Enter’button in the keyboard.

b. Windows 7/Vista/XP system: click "Start" menu-"All procedures"-"Attachment"-"
Command prompt ".

2) Input ping and your printer IP address in popup window, and press "Enter" button.
For example: ping XXX XXX XXX XXX (XXX XXX XXX.XXX" is printer IP address)

3) If RTT is indicated in the window, that is to say your printer and computer are in the
same network.If RTT is not indicated in the window, please refer to Chapter 5 to reconfigure
the printer wireless network.

‘5 Note: « Please refer to the user guide or consult the manufacturer for information related

to access point (wireless router).
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6.Web server

You can manage printer setup via the embedded Web server.

6.1.Visit the embedded Web server

T.urn on the power of printer and computer.

2.Connect the printer to network to ensure that the printer is connected to the network
where the computer is connected to (please refer to Chapter 4 or Chapter 5 for network
setup method).

3. Input the IP address of printer in the address bar of Web browser to visit the
Web server imbedded in printer.

View the IP address of printer via control panel (please refer to Chapter 10.3) or print
the “NetConf Pg” out to view the IP Address of printer (please refer to Chapter 10.4).

“" Note: + Windows users are suggested to use Microsoft Internet Explorer 8.0
(or higher version) or Firefox 1.0 (or higher version), macOS users are
suggested to use Safari 4.0 (or higher version). No matter what kind of browser
you are suing, please ensure that JavaScript and Cookies are always enabled.
Please ensure compatibility with HTTP 1.0 and HTTP 1.1 when other network
browsers are used.
* If the computer cannot visit the Web server embedded in printer, then your
computer and printer may be connected to different networks. Please inspect
your network environment or consult your network administrator.

4. Click “Log in” option, input user name and password (the default user name is admin and
the initial password is 000000) and click “Log in”.

“ Note: « For safety reasons, you are suggested to change the default password,
which can be finished in the “User Management” interface.

6.2.Use Web server to manage printer

You can use the embedded Web server to manage printer.
1. View the basic information including product name, printer state and ink cartridge of printer.
2. Set up the network protocol parameters supported by printer.

3. Set up the wireless network connection of printer, and turn on/off wireless network and Wi-Fi
Direct function.

4.Set up mail server client and acquire printer state via E-mail notification.

5. It supports to configure e-mail address and FTP address to scan the file to be scanned
directly to E-mail box or FTP server.
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ﬁ Product Information m User Management Log out English [~]

vetwork seftings - - This page provdes
configuration related to Printer

Name, wired IPv4, and wired

IPvB-related attributes

Wired IP Configuration EinstNlame XXX

IPvG
MAC Address 02:0E:FF-C0-49-5B
RAW/LPD
SNMP
IPv4 Address Assignment Mode Aulnmalu:E
WsD
SMTe 1 IPv4 Address
SSLATLS i 3
‘wMachine settings Subnet Mask
System
PCL Options Gateway Address
PS Options
Domain Name
Printing Preferences
FTP address book
IPv4DNS Address Assignment Mode Aulnmalu:E

wAddress Book

E-mail address book

- Primary IPv4DNS Server Address
Secondary IPv4DNS Server Address

IPv6 Local Link Address fe80--efffffec0-495b -

Apply cancel |

6.2.1.IP address setup

You need to connect your printer to network before IP address setup.

1.In case of wired network model, connect the printer to wired network by connecting to its
network interface with network cable.

2. In case of wireless network model, the printer can be connected to wireless network via
wireless network setup tools or Wi-Fi Protected Setup(WPS) (please refer to Chapter 5.1).

6.2.1.1.1Pv4 setup

IPv4 address of the printer is divided into DHCP auto assignment and manual setting, and
the DHCP auto assignment function is on by default. You can set up the IPv4 address of
printer manually to set up fixed IPv4 address for the printer.

1.Turn on printer power to connect printer to network.

2.Log in the embedded Web server (please refer to Chapter 6.1 for login method).
3.Click “Settings” — “Network settings” — “Protocol Settings” — “Wired IP Configuration”.
4. Set the IPv4 address assignment mode as “Manual’.

5.Input “IPv4 Address”, “Subnet Mask” and “Gateway Address”, and then click “Apply”.
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6.2.1.2.IPv6 setup

1Turn on printer power to connect printer to network.

2.Log in the embedded Web server (please refer to Chapter 6.1 for login method).

3.Click “Settings” — “Network settings” — “Protocol Settings” — “IPv6”.

4Tick “Enable IPv6 protocol” and “Enable DHCPv6” (ticked by default) and then click “Apply”.

You can refresh the browser and view the “IPv6 Local Link Address” and “Stateful Address”
in “Wired IP Configuration” interface.

& Note: The printer supports using the following IPv6 addresses for network
printing and management(please refer to Chapter 10.4 and print “NetConf

Pg” view IPv6 address).

« IPVv6 local-link address: local IPv6 address set up by oneself (addresses
beginning with FE80).

« Stateful address: IPv6 address set up by DHCPvV6 server (if there is no
DHCPv6 server in network, the “Stateful Address” cannot be assigned).

» Stateless address: IPv6 address set up by network router automatically.

6.2.2.Wireless setup(applicable to Wi-Fi models)

You can set up the wireless network, wireless IP setup, Wi-Fi Direct and WPS via
wireless setup page. Before setup, please log in the embedded Web server (please refer
to Chapter 6.1 for login method).

6.2.2.1.Wireless network

1Click “Settings” — “Network settings” — “Wireless setup” — “Wireless Network”.

2) If you need to set up wireless network, please click the SSID of access point (wireless
router) in search list, input secret key and click “Apply”.

6.2.2.2.Wireless IP setup
Only when the wireless network of printer is turned on, the Wireless IP Configuration can
be displayed on Web server.

1.Click “Settings” — “Network settings” — “Wireless setup” — “Wireless |IP Configuration”.

1)DHCPV4 is ticked by default. If IP address needs to be set up manually, please cancel
the DHCPv4 checkbox ticked and input the “IPv4 Address”, “Subnet Mask” and “Gateway
Address” that you need to set up and then click “Apply”.

6.2.2.3.WPS setup
1. Click “Settings” — “Network settings” — “Wireless setup” — “WPS”.

1Belect the “WPS Startup Method” you need, and then click “Apply” and operate according
to page prompt.



6.2.2.4.Wi-Fi Direct setup
1.Click “Settings” — “Network settings” — “Wireless setup” — “Wi-Fi Direct”.

[ & Note: ° If Auto selected, the mobile terminal will realize automatic connection upon
initiating the connection invitation without the need of confirmation on panel.

« If Manual selected, the mobile terminal cannot realize connection until
initiating the connection invitation prior to confirmation on panel.

6.2.3.Machine setup

You can add mail address contacts, set up e-mail notification, set up sleep time and recover
factory settings via machine setup page.

6.2.3.1.Set up e-mail notification

If you set up e-mail notification, an e-mail will be sent to the mail address specified by you
when abnormality such as paper out occurs. You can receive emails only if you made correct
email setup. Please consult your network administrator for detailed setup steps. You need to
log in the embedded Web server before setting up email notification (please refer to

Chapter 6.1 for login method).

l. Set up SMTP client
1.Click “Settings” — “Network settings” — “Protocol Settings” — “SMTP”.

2. On SMTP page, input SMTP server address, set up the mailbox login name and password
and then click “Apply”.

Il. Add recipient address

1.Click “Settings” — “Machine settings” — “Address Book” .
2.Click “Add”, input recipient address and then click “Apply”.
lll. Set up email notification

1.Click “Settings” — “Machine settings” — “E-mail Notification”.

2.Click * button and select the email addresses you want to add in the list of contacts
popping out.

You can also tick “address X” (such as address 1) and input the email addresses you want to
add.

3.Tick the email addresses and notification contents you want to notify and then click “Apply”.
6.2.3.2.Configure the E-mail address book

If you want to scan a file to an e-mail address, you need to configure the e-mail address book
first and then scan the file to the assigned e-mail address.The e-mail will not be received
before proper setting on the e-mail box; for specific setting steps, please consult your network
administrator.
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l. Set the E-mail address book

1. Log in the embedded Web server (please refer to Chapter 6.1 for login method).
2. Click “Settings” — “Machine settings” — “System”.

3.Click "Create" to pop out a window as below and edit the contact name and input the e-mail
address, and then click "Apply".

[ Note: ¢ If some groups have been created, you may click to check a corresponding
group to add the newly created e-mail address into it.

Contact Name
Email Address

Group No. [lqunzu

Il. Set the e-mail group
1. Log in the embedded Web server (please refer to Chapter 6.1 for login method).

2. Click “Settings”, “Machine Settings” and then “E-mail Group” to enter the setting interface of
e-mail group.

3. Click “Create” to pop out a window as below and edit the group name and check the e-mail
address to be added in the contact name (e-mail address) listbox, and then click "Apply".

Group name

Contact Name(Email Address)
eshi(123456@qq.com)

Apply
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6.2.3.3.Configure the FTP address book

If you want to scan a file to the FTP server, you need to configure the FTP address book
first. When scanning, you may send the image scanned to the FTP server.Before configuring
the FTP address book, you may need to ask your network administrator for the server IP
address, port number, login name, password and server name.

1. Log in the embedded Web server (please refer to Chapter 6.1 for login method).

2. Click "Settings", "Machine Settings" and then "FTP Address Book" to enter the setting
interface of FTP address book.

3. Click "Create" to pop out a window as below and set relevant parameters; after settings
completed, and then click "Apply".

Service name

FTP server

FTP subcatalog /
Port No. 21
Anonymous login =

Login Name

Password

6.2.3.4.Sleep time setup

1. Log in the embedded Web server (please refer to Chapter 6.1 for login method).
2. Click “Settings” — “Machine settings” — “System”.

3. Select sleep time according to you need and then click “Apply”.
6.2.3.5.Recover factory settings via Web server

1.Log in the embedded Web server (please refer to Chapter 6.1 for login method).

2.Click "User Management" and input the correct “User name” and “Password”; then, click
“Restore to Factory Settings”. After completion, the printer will reboot automatically.

& Note: After factory settings of printer are recovered, user name of the administrator
will be recovered to admin and the login password will be recovered to 000000.

* You can also recover factory settings via keys on the control panel of printer,
please refer to Chapter 10.1.3.
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7.Print

7.1.Print Function

You can set the print function through "Start"-"Devices and Printers"- select corresponding

printer- right click — set print function in "Printing preferences". Some functions are as follows:

Functions

Automatic Two-Sided Printing

Collate Print

Reverse Print

N-in-1

Poster Print(for Windows
Operation System only)

Zoom Print

Custom Size

Diagram

1

N

>\
1
3
1] 2=

AL TN

—
A/
INJ
W

INJ
A

o8
Laod

111
1

| 47 Note: Windows 7 is taken as example in the above description.

* You can realize poster printing feature by selecting 2x2 poster printing in

multipage.

* You can enable printing preference and click the help button to view detailed
function description. Please refer to Chapter 7.9 for the method to open help

document.
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7.2.Print Settings

You can set up printing parameters with the following two methods before sending printing
work (such as paper type, paper size and paper source).

Operating Temporary printing Permanent default

system setup change setup change
1.Click “File” menu — “Print” 1.Click “Start” menu- “Control Panel”
— “Select printer" -“Printer — “Devices and Printers”.

Windows 7 pr;‘;‘;e;ﬁ:r é?faﬂ‘:fg?‘fnﬁ‘;gfe 2 Right click on the printer icon,
. select “Printing preference” and
operating systems). then change setup and save it.

1. Click “File” menu — “Print”.

1. Click *File” menu — “Print". 2. Change setup in the window

2. Change setup in the window popping out and click to save the

popping out. preset. (Selgct presgt every tlme
before printing, or print according
to default setup.)

macOS

<" Note: Priority of App setup is senior to printer setup.

7.3.Cancel printing

If you want to cancel the operation during printing, please press “Cancel” key on the
printer's control panel.

7.4.Printing Mode

The printer can print with auto feed tray and manual feed tray. The defaulted state is
auto selection, and if there is printing medium in the manual feed box, papers in manual
feed tray will be used with priority.

7.4.1.Printing with the Automatic Feeder Tray

Before printing, please make sure mediums of corresponding quantity have been
installed inside the auto feed tray, and there is no printing medium in the manual fed tray.

[ Note: « For precautions on loading paper, see Chapter 2.

« For the type of media to be printed with the automatic feeder tray,see Chapter
2.1
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7.4.2.Printing with manual feed tray

When you put papers in the manual feed tray, the printer will enter manual feed mode.

[ Note: + Manual feed mode means that papers will be fed from the manual
feed tray first if there are papers being put inside it.

* Generally, the manual feeder tray is used to print on special paper, such as
envelopes, transparencies, etc., and only one piece of paper can be loaded
each time.

» Please refer to Chapter 2 for putting papers inside manual feed tray.

* Please refer to Chapter 2.1 for type of mediums that can be printed via
manual feed tray.

7.5.Automatic Two-Sided Printing

The printer supports automatic two-sided printing of plain paper.

Paper size supported by the automatic two-sided printing: A4,Letter, Legal, Oficio, Folio,16K.

& Note: * Trying the automatic two-sided printing may damage the printer if some paper
media are not suitable for automatic two-sided printing.

* Auto duplex printing does not support poster printing.

. Please refer to Chapter 2 for paper loading and type of mediums that can
be printed via auto feed tray.




7.5.1.Duplex printing unit setup

For the purpose of achieving the best printing result, you can set up the paper size of duplex
printing unit. As for duplex printing of A4 and 16K papers, the slide should be adjusted to the
A4 position; as for Letter, Legal, Folio and Oficio duplex printing, the slide should be adjusted
to the Letter position.

Setup steps of duplex unit are:

1.Draw out duplex unit.

/U
L a— é
/\/

2.Make the backside of duplex unit up.

4.Install the duplex unit in the printer.



file:///C|/Users/Administrator/Desktop/5103SFP%CA%D6%B2%E1PDF%D6%C6%D7%F7/5103SFP%CA%D6%B2%E1PDF%D6%C6%D7%F7/5103SFP%CA%D6%B2%E1PDF%D6%C6%D7%F7/EN/data/2.html

7.5.2.How to carry out auto duplex printing

1. Open the print job to be printed from the application (such as a Notepad).

2. Select Print from the File menu.

|| New Text Document - Notepad - =Rl X

File | Edit Format View Help
Mew Ctrl+N 4
Open... Ctrl+0
Save Ctrl+5
Save As..,
Page Setup...
Print... Ctrl+P
Exit
q P

3. Select printer of the corresponding model.

D Bring | e

General

Select Printer

i W Series A - ]
i 7 === Onelote 2010

¢ Ik | »

Status: Ready [ Prirt to file Preferences ]
Location:
Comment:
Page Range
@ Al MNumber of copies: 1 =

Selection Current Page

Fages: | Callate

111/ 22l 53]

[ Bt ][ Cancel |[ ook |




4.Single click “Preferences” for printing setup.

5.Select the “Duplex” in “Basic” tab and then select “Long Edge” or “Short Edge”.

Basic | paper | Layout | Advanced

Express Settings

-

Copies
Copies i =

[~

[ [3d [

Save Delete

Resolution

@ &00DPI

() 12000PT

[T refined mode

[ callate

[ reverse

Duplex

@) None (Simplex)

7 Long Edge m

() Short Edge

Restore Default Settings

General

Select Printer

E@ KX X Series
= FEE OneMote 2010

4

{1

Status: Ready
Location:
Comment:

Page Range
@ Al
Selection Cument Page

Pages:

[ Print to file

MNumber of copies: 1

[ Collate
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7.6.Fine mode printing
The Fine mode is applicable to engineering drawings and fine lines printing.

Set up fine mode in the basic page of printer preference . After setup, fine printing mode can
be realized.

Basic |Paper I Layout I Advanced

Express Settings !
actory Settings - Save Delete
Copies Resolution
@ S000PI
Copies 1 = S
() 1200DP1
.ﬁ % .kﬁ | refined mode
[l 2
Duplex
[Ccolate @) Mone (Simplex)
[T Reverse ({7) Long Edge ﬂ {
(7) Short Edge .'l 7
[ Restore Default Settings ]

[ Ok ] [ Cancel ] [ Help ]




7.7.Mute printing

If the Mute Printing is set, the printing noise will be reduced but the printing will slow down to
some extent.

The operating steps of mute printing are as follows (applicable to printers that are
installed via USB connection)

Windows 7 is taken as the example in the following operation. The information on your
computer screen may differ because of multiple operating systems.

1. Enter the “Start menu” — “Control Panel” —view “Devices and Printers”.
2. Right click printer and select “Printer properties” in the pull-down menu.
3. Enter the “Secondary Settings” option.

4. Tick “Mute printing” and click “Ok” to finish setup.

General I Sharing I Ports | Advanced |
Color Management | Security | Secondary Settings

Sleep Mode Setting

[Sleep in 1 minute - l

Auto shut-off setting

Power-off condition setting [Ng port connection vI

Power-off delay setting [4 hours - l

[¥] Mute prirting

5.0pen the printing work from the App, select a printer of the corresponding model and then
set up printing according to needs.

6. Click “Print” to realize mute printing.

' £ Note: « Printers with LCD control panel can be set to mute printing with keys on
control panel directly,please refer to Chapter 10.1.5.
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7.8.Auto shut-off setting

“Auto shut-off setting” to set off condition and off delay of printer.

1. Enter computer “Start Menu” — “Control Panel” — View “Devices and Printers”.
2. Right click printer, select “Printer properties” in drop-down list.

3. Enter “Secondary Settings” option and set “Auto shu-off setting”.

4. Click “OK” to finish setting.

General | Sharing | Parts I Advanced |
Color Management | Security | Secondary Settings

Sleep Mode Setting

[Sleep in 1 minute v]

Auto shut-off setting

Power-off condition setting ’No port connection v]

Poweroff delay setting I-I hours - ]

[T Mute printing

' -:-_“_'*': Note: < For printer provided with LCD control panel, users may set auto off function
through control panel keys. Please refer to Chapter 10.1.6.

* Individual countries (or regions) do not support auto off setting.
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7.9.0pen Help Document

You can open the "Printing preferences" and click "Help" button (for Windows Operation
System only). The help document contains the user guide where you can find the information
on print settings.

Basic |Paper I Layout I Advanced
Exprese Settings
actory Settings T Save | Delete
| Copies Rezolution
., _ @) GOODPL
Copies 1 = i
s ) 1200DPT
—fiy [“Irefined mode
BB
Duplex
[ [Crallate @) Mune (Simplex)
[l - - . f
|| Reverse (7 Long Edge m |
(1 short Edge —~ 7
[ Restore Default Settings | I
|

Dra

I I

Hide  Back Fomwad Home  Print  Options

= ([ User Guide of Printer Diiver
B u Printing Preferences

m

@ Paper
=] Layout The Basic tab provides information about the following topics:
Q Advanced |
@ Piinter Propetties » Express Settings
Q Frint Setings
+ Duplex
+ Copies
» Resolution

» Restore Default Settings

| Express Settings

Express Settings is a set of saved print settings. These print settings can be
applied by selecting the corresponding options in the Express Settings drop-down
list. You can also change the print settings (such as Orientation, Paper, Copies,
etc.) as needed and save them for the use in the future.

See

s Selart Fynrecs Settinas




8. Copying
8.1. Copying function

Copy Instructions
Multipage Print a multi-page document to a piece of paper.
Clone Print several identical images to a piece of paper.
Poster Print a one-page original to pieces of paper.
Collated copy Collate copies of an original.
Common Duplex copyin It supports manual duplex copying for originals
copying p pying pp p pying 9 .
Image quality Set the definition mode to improve the copying effect.
Intensity Adjust deep-light copying effect by setting intensity.
Resizing Reduce or enlarge the size of image copied.
Paper setting Set the paper size and paper type.
Arrangement mode Set the arrangement mode of ID card to be copied.
ID ca.rd Intensity Adjust deep-light copying effect by setting intensity.
copying
Paper Size Set the paper size.
Receipt Intensity Adjust deep-light copying effect by setting intensity.
copying Paper Size Set the paper size.

8.2. Copying method

1. Press “copying key"/"ID card copying key’/"receipt copying key” on control panel.

2. Put an original into the ADF with its front upward (only for plain copying) or on the
glass platen with its front downward. (For how toput an original, please see Chapter 2.5.)

3. Set copying quantity with “direction or number key” according to types (99 pieces at
maximum).

4. Press “Startup key” for copying.

5. If the original is put on the glass platen, the printer will give a prompt of "Scan the Next
Page" after scanning one page. If the next page exists, please remove the original scanned
and put the next page on the glass platen; then, press "Start". After all pages have been
scanned, please press "OK".

8.3. Copying cancel

Press “cancel key” on control panel if canceling copying.
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8.4. Common copying setting

Change relevant setting with “copying setting menu” for better copying effect.

1. Press "Copy" and then "Menu" on control panel to enter the "Menu Setting" interface.

2. Press "OK" to enter the "Copy Setting" interface.

3. Press “direction key to select option to be set and press “OK key” to set option.

| < Note: * The image quality, intensity, resizing and paper setting can keep valid after
options are set.

* Settings on all-in-one, clone, poster, collated copy and duplex copy will be
restored to defaults after completing the copying, switching among panel keys or
rebooting the machine.

8.4.1.Image quality

Select corresponding image quality mode for original document used in order to improve
copying effect. There are 4 modes in total:

Auto: default mode, applicable to text and image originals. Text + image: applicable to
originals with mixed text and image.

Image: applicable to original image.

Text: applicable to original text.

[t Note: + The image quality mode supports “automatic” mode only after “poster” and
“collated copy” are set.

8.4.2.Intensity

Adjust deep-light copying effect by setting intensity.

This printer supports "Manual Adjustment" and "Auto Adjustment” in color intensity. 5 levels for

manual adjustment and 3 levels for auto adjustment by default.
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8.4.3.Resizing
When original document is copied, resize image copied.

The resizing includes “fixed” and “manual adjustment” and the default value is 100%.

1. Fixed resizing: 100%-. 141% A5->A4. 122% A5->B5. 115% B5->A4. 97% LTR-
>Ad. 94% A4->LTR. 86% A4->B5. 81% B5->A5.

p >
ABCD

abcde
12345

e. g.: 70% A4->A5:

2. “Manual adjustment” applies to copying with glass platform only, the adjustment scope of
which is 25%-400% and 5% can be adjusted each time after “direction key” is pressed once.

8.4.4.Multipage

With setting on all-in-one feature, a 2- or 4-page document could be copied to one piece of
paper. Copying with the ADF and the glass platen are both supported.The multipage includes
3 modes:

(1) Two-in-one: Q B A B
(2) Horizontal four-in-one: A B ‘

D
(3)vertical four-in-one: ﬂic
"AB/CD %

' £ Note:- "Multipage” and “resizing function” cannot be set at the same time.
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8.4.5.Clone

Through setting on clone feature, you may print multiple original images on one piece of
paper. Copying with the ADF and the glass platen are both supported. The clone copying
includes 3 modes:

2 C s @ XN

. [
pL AV B i B

X IR LLL

v

1
q

:_-f-'_.’b " Note: « The “clone” and “resizing function” cannot be set at the same time.

8.4.6.Poster

Poster setting enables the printing of one piece of original document on several pieces of
paper. The "Poster" feature supports only copying with the glass platen.

The poster copying includes 3 modes:

N 1
ol ﬁjh | - ig[ ol |

v

“t v

?I: " Note: * The "poster" and "resizing function" cannot be set at the same time.
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8.4.7.Collated copy

The "Collated Copies" feature supports only copying with the automatic document feeder
(ADF). The collated copy includes 2 modes:

Closed:

8.4.8. Manual duplex copying

You may use the glass platen or the ADF for duplex copying. The followings are examples of
copying with the ADF. There are 4 modes in total for duplex copying:

T

A

1. One-sided — One-sided: | —— » —

2. One-sided — Two-sided:

3. Two-sided — One-sided:

4. Two-sided — Two-sided:




8.4.8.1. Steps of duplex original copying

1) Put an original into the ADF with its front upward and its top fed first; meanwhile, make sure
there are some paper in the carton.

2) Operate following steps described in Chapter 8.4. Select Duplex Copying and then press
“OK” to save settings.

3) Press “Start” to begin copying.

4) Paper exited should be with the direction as shown in the figure:
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5) After completion of copying one side, put the paper into the entrance as shown in figure
(without turnover or rotation).

& Note: * If the turnover prompt on panel times out, the machine will execute one-sided
copying automatically.

6) Press "Start" to begin copying the other side.

8.4.9.Paper setting

Select the paper size and paper type of original copying in Paper Settings menu.

Paper dimension: A4, Letter, B5, A5, A6, Executive, Legal and Folio.

Paper type: common paper, thick paper, envelope paper, film paper, card paper, tagboard and
thin paper.

| < Note: + After “multipage” and “clone function” are set, “paper dimension”
supports “A4” and “Letter” only.

For copying with the ADF, only plain paper is available in "Paper Type".

8.5. ID card copying setting

For better copying effect, you can enter the “ID Card Copy Settings” menu to change relevant
settings.

1. Press "ID Card Copy" and then "Menu" on control panel to enter the "Menu Settings"
interface.

2. Press "OK" to enter the "ID Card Copy Settings" interface.

3. Press “direction key to select option to be set and press “OK key” to set option.
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8.5.1.Arrangement mode

There are 4 arrange modes for ID card copying totally:

Whole page up-down Half page up-down Half page left-right A5 left and right

Position:
Half page up-down: default mode; put ID card at “orange left half area” of glass platform.

Half-page up and down, half-page left and right or A5 left and right: put the ID card in the
"blue area" in glass platen.

1

SESESEE R S S

1

' ; Note: + After setting, the arrangement mode can keep valid before startup;
after startup, the arrangement mode will recover to default setting.

8.5.2.Intensity

For intensity setting, see 8.4.2.

8.5.3.Paper dimension

If arranged in modes of "Full Page Up and down", "Half-page Up and down" and "Half-
page Left and right", the paper size supports "A4" and "Letter" only; if arranged in mode
of "A5 Long Edge", the paper size supports "A5" only. Please follow instructions on panel
to put the paper vertically for printing.
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8.6. Receipt setting

For better copying effect of bills, you can enter the "Bill Copy Setting" menu to change relevant
settings.

1. Press "Bill Copy" and then "Menu" on control panel to enter the "Menu Settings"interface.
2. Press "OK" to enter the "Bill Copy Setting" interface.

3. Press “direction key to select option to be set and press “OK key” to set option.

8.6.1.Intensity

For intensity setting, see 8.4.2.

8.6.2.Paper setting
The receipt copying supports A4, Letter, B5, A5, A6 and Executive paper dimension.
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9. Scan

This printer provides two types of scan: "Push Scan", which means scanning through the
scanning the application. Before scanning, please be sure a printer driver has been installed
in the computer.

9.1.Pull Scan

You may scan with the scanning application in PC via USB, wired or wireless connection.
Please be sure the printer has been properly connected before scanning.

9.1.1. Scan Application
Operation Steps:

1) Double click on " Scan Application" on the computer, the icon is shown as below:

Quick Settings

& & (Y
Units ’PIXE|S hd rmrz—}] Save
ﬁ P [ Basic Settings lAdvanced Settings I
| Document Source
9
(-] Platen -
< | =]
!
Q ¢ Color Mode
- 11
2 F ]True Color _v_J
:'
GL o % Resolution
! | 300dpi -
‘El o Scan Area
i . IFuII Platen ‘:J
o
1]
I
]
o
a1
b |  Default
Document Source:  Platen | save the scanned image to
Resolution: 300dpi Folder g Email
Color Mode: True Color Save to folder
Scan Area: Full Platen File Mame:  2014-12-18_001
Image Size: 2551px > 3508px File Type: PG
Save to: C:\Users{Test\Pictures
Data Size: 25.60MB
| HelpFL | | About | Port Preview | | Scan | Close

3) Set Scan in the right list. Click "Scan" on the bottom right corner and start scan.

| ¢ Note: * Scan application software can scan pictures and support formats of
files: BMP, JPG, TIF, PDF, and PNG.

* You may click "Help (F1)" to open the help document of the scanning
application to learn more scanning setting information.
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This product complies with the TWAIN and Windows Image Application (WIA) standard. If
using the application which supports TWAIN and WIA standard, users can use the scan
function and directly scan the images to the open application. The handbook requires Office
Software (Word and Excel) and Photoshop ,for example, to show the operation.

9.1.2. TWAIN Scan Driver
9.1.2.1. Office Software (Word and Excel)

Operation Steps:
1) Open the Office software (Word or Excel).

2) Keyboard shortcuts: Alt+1+P+S to open the application’s window.

[

Insert Picture from Scanner or Camera

Device

Resolution: @ Web Quality () Print Quality

(XXX seriesTwan i1

[ Insert J | iCustom Insert | |

Cancel

3) Click on "Device" option and select TWAIN Scan, click the “Custom Insert” button below.

[

Insert Picture from Scanner or Camera

Device

XXX Series TWAIN

XXX Series Scanner
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4) After the window pops up, set the scan information in the right list of "Basic Setting" and
"Advanced Setting". Click on "Scan" and start scan.

Quick Settings
ﬂ Basic Settings ] Advanced Settings ]
Document Source
Q IPIahen d
Q Color Mode
ITrue Color j
EL Resolution
|300dpi |
E Scan Area
IFuII Flaten _'J
Default
Document Source:  Platen ' | save the scanned image to
Resolution: 300dpi [— Folder — | Email
Color Mode: True Color Save to folder
Scan Area: Full Platen File Mame:  2014-12-13_001
Image Size: 25510 x 3508 File Type: PG
Save to: C:\WUsers\Test\Pictures
Data Size: 25.60MB
i Help (F1) | | About | | Port | Preview | Scan | | Close

If you desire to change a scanning port, please click "Port" at the lower part of above picture
to select a scanning port, as shown below:

Port ==

P

(@) se local USE port

) Auto search network scanner

(71 Enter host name or IP address of the scanner manually

| Ok | Cancel |




9.1.2.2. Photoshop
Operation Steps:

1) Launch Photoshop, click on "File" — "Import" on the top left corner and select TWAIN
Scan, as is shown below:

Photoshop Qgi-8 Edit Image Layer Type Select Filter 3D View Window Help
New... 3N

Open... ®O
Browse in Bridge... N#O
Open as Smart Object...

Style: Normal = Width:

{26 3

Variable Data >ets..
Video Frames to Layers...
Images from Device...

Automate >

; xxx Series TWAIN...
Scripts

2) After the window pops up, please refer to Step 4 of 9.1.2.1 to see the specific operation steps.

9.1.3. WIA Scan Driver
9.1.3.1. WIA1.0 Scan (Windows XP / Windows Server 2003)

1. Office Software (Word and Excel)
Operation Steps:

1) Open the Office software (Word or Excel).

2) Keyboard shortcuts: Alt+l1+P+S to open the application’s window.

o =

Insert Picture from Scanner or Camera | 2 .

Device
XX A Series Scanner IEI

Resolution: @ Web Quality () Print Quality

[ Insert ] [ Custom Insert | [ Cancel




3) Click on "Device" and select WIA Scan,click the “Custom Insert” below.

e

Insert Picture from Scanner or Camera . @

Device

XXX Series Scanmer

XA X Series THWAIN

4) The prompt window as is shown below, set the scan information.

What do you wantto scan? I TRV

Paper source
| Flatbed -

Select an option below for the type of picture you
want to scan.

B | @ Color picturs

(") Grayscale picture

(") Black and white picture or text
ﬁf: () Custom Settings

You can also:
Adijust the guality of the scanned picture

Fage size: | Legal 8.5x 14 inches (216 x 356 [ Preview ] [ Scan ] [ Cancel ]

5) Click on "Adjust the Scanned Image Quality" on the bottom left corner of the above picture,
the advanced properties interface will pop up, then users can set the scan; After finishing the
settings, click on the "OK" button, then "Scan" button to start scan.

Advanced Properties IE'
Advanced Properies |
Appearance
Brightness:
u [
Contrast:
u- o
Resaolution (DPI1): Ficture type:
300 = [Color picture - ]
Reset

[ ok || cance |




2. Photoshop

Operation Steps:

1) Launch Photoshop, click "File"- "Import" on the top left conrner and select WIA Scan, as is
shown below:

File Edit Image Layer Type Select Filter 3D View  Window

5

L
=
=
7,
Vs
2
-a/,
i,
=4,
2k
E B
&,
L
=
.

New...

Open...

Erowse in Bridge...
Open As...

Open as Smart Object...

Open Recent

Close

Close All

Close and Go to Bridge...
Save

Sawve As...

Check In...

Revert

Extract Assets..,
Generate
Save for Web...

Place Embedded...
Place Linked...
Package...

Export

Automate

Scripts

File Info...

Print...
Print One Copy

Exit

Ctrl+M

Ctrl+ O

Alt+ Ctrl+ O

A+ Shift+ Ctrl+ O

Ctrl+W

Alt+ Cerl+W
Shift+ Ctrl+W
Ctrl+5

Shift+ Ctrl+S

F12

Alt+ Shift+ Ctrl+W
L3
Alt+Shift+ Ctrl+5

»

Style:  Mormal

Variable Data Sets...
Video Frames to Layers...
Motes...

»
T —

Alt+ Shift+ Cri+1

Ctrl+P

XA X Series TWAIN...
XXX Series TWAIN...
WIA Support...

Alt+Shift+ Ctrl+P

Ctrl+Q

2) After the window pops up, please refer to Step 4 and Step 5 of 9.1.3.1 to see the specific

operation steps.

87



9.1.3.2.WIA 2.0 Scan (Windows Vista/Windows Server 2008 and later versions)
Operation Steps:

1) Click on "Start"- "All Programs"- "Device and Printer" on the left bottom of the desktop.

Test

Documents

Pictures

Music

Games

Computer

Control Panel

Devices and Printers

BEETEILE \Vicw and manage devices, printers, and print jobs ]

Help and Support

»  AllPrograms

Search programs and files jol |

2) When the pop-up window appears, select the printer you want to use, and right click the
mouse.

R
G’\U |@ v Control Panel » Hardware and Sound » Devices and Printers » - |‘,| | Search Devices and Printers o2 |
File Edit View Tools Help
Add a device Add a printer Start scan See what's printing Print server properties Remove device =] - @

b Devices

4 Printers and Faxes

7 “Ql/
Microsoft Office e
Document Image See what's printing

Writer v Setas default printer

Printing preferences

Printer properties

Start scan

Scan profiles...

@, Scan properties
Create shortcut

Troubleshoot

Remove device

Properties




3) Click on "Start Scan" in the above option bar.

ko ‘\‘J - |@ v Control Panel » Hardware and Sound » Devices and Printers » - |$, ‘ Search Devices and Printers el ‘
File Edit View Tools Help
Add a device Add a printer Start scan See what's printing Print server properties Remove device =l - @

> Devices

4 Printers and Faxes

Microsoft Office —
Document Image See what's printing

Writer ¥ Setas default printer
Printing preferences
Printer properties
Start scan

Scan profiles...

&

Scan properties
Create shortcut

Troubleshoot

Remove device

Properties

4) After the window pops up, set the scan and click "Scan" on the bottom right corner and
start scan.

Mew Scan

Scanner: XXX Series Scanner

Profile: ’ v]

Source: ’Flatbed v]

Paper size:

Color format: [Color v]

File type: [BMP (BMP File) -

Resolution (DPT): 300 =

Brightness: : U 0

Contrast: G u 0
Preview or scan images as separate files

Preview | | scan || cancel




9.2.macOS System Scan
9.2.1.ICA Scan

9.2.1.1.0pen ICA via "Print and Scan"

Operation Steps:

1) After installing the printer driver, click "System Preferences" icon on the bottom left corner of
the computer desktop.

2) After the window pops up, click on "Print and Scan".

@ it System Preferences Q. Search
— g = '] .
e M A O o @
General Desktop & Dock Mission Language Security Spotlight Notifications
Screen Saver Control & Region & Privacy
[l 0 . . - N
Displays Energy Keyboard Mouse Trackpad Printers & Sound
Sawver Scanners
; L = [ & |
> @ S =4 9 =
iCloud Internet Extensions Metwork Bluetooth Sharing
Accounts
. g | —
Users & Parental App Store Dictation Date & Time Startup Time Accessibility
Groups Controls & Speech Disk hfachine

Java



3) After the window pops up, click on "Scan".

Primters

' ﬁ AN
| . ® |dle, Last Used

KX XK Series

[ Open Scanner...

Location: printer

| Kind:
Status:

Default printer:

Default paper size:

KHEX Series-AirPrnt
Idla

| Last Printer Used

| A4

(>l <>

4) Click on "Open Scanner" and the scan window will pop up.

008

% Detect Separate ltems i

Scanner

B Use Document Feeder

Show Details

Scan

e
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5) Click on "Show Details" on the bottom right corner to set the scan parameters.

e0e Scanner

Scan Mode: | Flatbed

Kind: Color

Resolution: 75 B dpi

Use Custom Size

Size: |0 |0 | inches &
Rotation Angle:  0°

Auto Selection: | Off

o

Scan To: Pictures

8 <>

Name:  Scan

<>

Format: | JPEG

o

Image Correction: = Mone

AL

Hide Details Overview Scan

6) Click on "Scan" on the bottom right corner and start scan.

9.2.1.2. Call CIA through applications

Operation Steps:

1) Click on "Finder" icon on the bottom left corner of the computer desktop, or use keyboard
shortcuts command+shift+C to open the window. Find "Image Capture" in

"Applications" (or conduct keyboard shortcuts command+shift+A to directly switch to
"Applications") and click to launch the application.

-] =) &2 Applications

FAVORITES |\ Address Book
£ Al My Files Il Adobe Ap...on Manager
; Bl Adobe Pho...p CC 2014+
? AirDrop @ App Store
[l Desktop & Automator
. Calculator
zzz =
Tr— A Chess
-fi\; Applications & Dashboard
B Documents B Dictionary
2 pvDPl
SHARED i i

@0 FaceTime
[5) beyondso-023c63 | . Font Book
[l bezondsoft-pc Bl ical
3 iChat
JENICES
{2l Build and Tools @) Tunes
|2 Mac 10.7 5: :;;'Chvad
) OSX10.10.0_14A... B8 mission Control
[} NO NAME 4 B Photo Booth
W& Preview
[ ptm&500 [
| @ QuickTime Player Name Image Capture
&5 Safari Kind  Application
| © Stickies Size 4.5 ME

=, Created Thursday, June 16, 2011 5:22 PM
| [ system Preferences Modified Monday, June 11, 2012 9:23 PM

# Textedit Last opened Monday, June 11, 2012 9:23 PM
@ Time Machine Version 6.1
(38 uritities o
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2) After selecting the printer in the left list, set the scan parameters in the right list. Click on
"Scan" on the bottom right corner and start scan.

[ NN ] Image Capture
DEVICES (0] et s 5
Scan Mode:  Flatbed
SHARED
. i Kind: [T Color
e XXX Series s
Resolution: 75 T dpi
Size: A4

L .
Orientation: | @ 3« ¥ +&

Sean To: Desktop
Name:

Format: JPEG

Image Correction:  None

Ty,

o O .

Scanning document 123 8’

Cancel

9.2.2. TWAIN Scan

Take Photoshop as an example.

Operation Steps:

1) Launch Photoshop, click on "File" — "Import" on the top left corner and select TWAIN Scan,
as is shown below:

Edit Image Layer Type Select Filter 3D View Window Help

Open...

Browse in Bridge...
Open as Smart Ohject...
Open Recent

N

Variable Data Sets...
t Wideo Frames to Layers...
hare on Behance... Images from Device...
Notes..
Altomate 2 Series TWAIN...
Scripts

o
‘,_
= o
s
-
o,
'S
-
=
1
Ls .
L}
W
-

¢
0

2) After the window pops up, please refer to Step 4 of 9.1.2.1 to see the specific operation
steps.



9.3. Push Scan

This section is mainly to introduce how to scan files to PC, E-mail, FTP and USB with the
printer's control panel.

< Note: + The one-page file scanned to PC, E-mail or FTP could be saved in PDF,
TIFF or JPEG; if scanned to USB, it could be saved in PDF and JPEG.

* Under merge scan mode, a file scanned to PC or USB will be saved in PDF
be default; if scanned to E-mail or FTP, it will be saved in PDF, TIFF or JPEG.

9.3.1. Scan to PC

You may operate the printer's control panel to scan a file to PC. (Only support connection
method of USB connection line.)

1. Be sure the printer and the computer are both switched on and connected with each other
properly.

2. Put an original on the glass platen or into the ADF (please see Chapter 2.5 for how
to put an original).

3. Press "Scan" and then "A" or " ¥" on control panel to select "One-page Scan" or "Merge
Scan"; then, press OK.

4. Press "Menu" and then "OK" to enter the "Scan Setting" interface.
5. Press "A" or "V " to select "Scan To" options; then, press OK.

6. Press "A" or"V¥" to select "Scan to PC" and then press OK; press "Start" to begin
scanning.

7. For merge scan, please put files to be scanned on the glass platen and then press "Start"
to scan the next page (directly continuous scanning is available if scanning with the ADF).
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9.3.2. Scan to E-mail

You may scan a black-white or color file as an appendix to the e-mail application, with specific
operation steps as follow:

1.Be sure the printer and the computer are both switched on and connected with each other
properly.

2. Please see Chapter 6.2.3.1 to configure the SMTP Client.

3. Please see Chapter 6.2.3.2 to configure the e-mail address book .

4. Put an original on the glass platen or into the ADF (please see Chapter 2.5 for how
to put an original).

5. Press "Scan" button on the control panel, and press “A” or “¥" to select "Single Page
Scan" or "Merge Scan", then press "OK" button.

6. Press "Menu" and then "OK" to enter the "Scan Setting" interface.
7. Press "A" or "V¥" to select "Scan To" options; then, press OK.
8. Press "A" or "V " to select "Scan to E-mail" and press "OK" button.

9. Press “A” or “V¥" to select "E-mail Address Book" or "Group Mail" and press "OK" button.

10. Press “A” or “V¥" to select address or group and then press "OK" button; press "Start"
button to start scan.

11. For merge scan, please put files to be scanned on the glass platen and then press

"Start" to scan the next page (directly continuous scanning is available if scanning with the
ADF).

Please follow these instructions on the settings for group emails:

Set the group name for group e-mail sending by webpage, and set the members, i.e.the
receivers, in the group of group email. After finishing scanning, firmware will send the scanned
documents to the mail server. Then mail server sends the documents to every member of the
group.
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9.3.3. Scan to FTP

Be sure the user is in an Internet-connected environment in scanning files to FTP server. If you
want to scan large files, you may need to input the server address, user name and password to

log in the server, with specific operation steps as below:

1. Be sure the printer and the computer are both switched on and connected with each other
properly.
2. Please see Chapter 6.2.3.3 to configure the FTP address book .

3. Put an original on the glass platen or into the ADF .(please see Chapter 2.5 for how
to put an original).

4. Press "Scan" button on the control panel, and pre ss “A” or “¥" to select "Single Page
Scan" or "Merge Scan", then press "OK" button.

5. Press "Menu" and then "OK" to enter the "Scan Setting" interface.

6. Press "A" or "V¥" to select "Scan To" options; then, press OK.
7. Press “A” or “¥" to select "Scan to FTP" and press "OK" button.

8. Press “A” or “V¥" to select the server and press "OK" button; Press "Start" button to start
scan.

9. For merge scan, please put files to be scanned on the glass platen and then press
"Start" to scan the next page (directly continuous scanning is available if scanning with the

ADF).
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9.3.4. Scan to U disk

This printer supports scanning files to USB without a computer. Before operation,
please make sure the USB has enough storage space. The specific operation steps
are as follow:

1.Insert the USB into the printer's front USB interface.

2. Put an original on the glass platen or into the ADF (please see Chapter 2.5 for how to
put an original).

3. Press "Scan" button on the control panel, and press “A” or “¥" to select " Single Page
Scan" or "Merge Scan", then press "OK" button.

4. Press "Menu" and then "OK" to enter the "Scan Setting" interface.

5. Press "A" or "V¥" to select "Scan To" options; then, press OK.
6.Press "A" or "V¥" to select "Scan to USB" and then press "OK"; press "Start" to
begin scanning.

7. For merge scan, please put files to be scanned on the glass platen and then press
"Start" to scan the next page (directly continuous scanning is available if scanning with
theADF)The printer will create a folder named ICSPscan in which all scanned files are
saved in PDF or JPG.

[« Note: * USB formats supported: FAT and FAT32 for Windows system and MS-DOS
(FAT) for macOS system.

9.4. Cancel Scan Job

During the scanning, two ways are available to cancel the job:

1) Press "Cancel" button on the control panel to cancel the job.

2) Click Cancel button on the scan progress bar interface of the computer to cancel the job.
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10.General Settings

This Chapter mainly introduces some general settings.

7 Note:

» The panel appearance may be a little different due to difference in type or

function. All diagrams are only for reference.

10.1.System Settings
10.1.1. Ink saving setting

You can select the save toner mode which can reduce toner consumption and reduce printing
cost. When save toner mode is “on”, the printed color will be lighter. Save toner mode is “off”

by default.

1) Press "Menu" to enter the menu setting interface.

2) Press "A" or "V¥" to select "System Setting" and then press "OK".

Menu Setting
2.System Setting

ID Co

Toner-saving

Reipt py

Cancel

3) Press "A" or "V " to select "Toner save set" and then press "OK" to enable/disable

the Ink Saving mode.

System Setting
1.Toner save set

ID Copy

Toner-saving

Reipt opy

Cancel
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10.1.2.Language Setting

"Language Setting" is used to select the language to be displayed on the control panel.

1) Press "Menu" to enter the menu setting interface.

2) Press "A" or "V " to select "System Setting" and then press "OK".

3) Press "A" or " V" to select "Language set" and then press "OK" to do language setting.

System Setting
2.Language set

ID Copy Recelpt Copy

Toner-saving Cancel Sl't //

10.1.3.Restore Factory Settings

“Restore factory settings” is used to recover the default settings of printer. The printer
will restart itself automatically after recovering factory settings.

1) Press "Menu" to enter the menu setting interface.
2) Press "A" or "V¥" to select "System Setting" and then press "OK".

3) Press direction key "A" or " ¥" to select the "Restore set" option and press "OK".

-

System Setting
3.Restore set

ID Co Reipt py

Toner-saving

. *f.:: Note: « Factory settings of network printer can be recovered via embedded Web server
(please refer to Chapter 6.2.3.5).
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10.1.4.Sleep Time Setting

Sleep mode can reduce the energy consumption of printer effectively, and “Sleep time
setting” can be made in the idle time before the device enters sleep mode.

1) Press "Menu" to enter the menu setting interface.

2) Press "A" or "V¥" to select "System Setting" and then press "OK".

3) Press direction key “A” or “¥” to select “Sleep time set” option, and press “OK” key
to set the corresponding sleep time.

System Setting
4 Sleep time set

0?

ID Co

‘ ‘
\\» Scan Toner-saving Cancel

Receipt Copy

£ Note: * In sleep mode, the printer can be woken up by pressing any key or sending
printing work.

Sleep time of network printer can be set with the embedded Web server
(Please refer to Chapter 6.2.3.4).

10.1.5.Mute printing
Set mute mode to realize low speed printing with low noise. When mute mode is “on”,
printing will be in a low speed. This mode is “off” by default.

1) Press "Menu" to enter the menu setting interface.
2) Press "A" or "V " to select "System Setting" and then press "OK".

3) Press direction key “A” or “¥” and select “Mute printing” option and press “OK” key to turn
on/off this mode.

System Setting
5.Mute printing c

ID Co Recipt opy

\\ Scan Toner-saving Cancel
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10.1.6.Auto shut-off setting

“Auto shut-off setting” to set off condition and off delay of printer.

1) Press "Menu" to enter the Menu Settings interface.

2) Press "OK" to select the "System Setting" option.

3) Press direction key “A” or “¥" to select options of “Auto off set”, press “OK” to set of
condition and off delay.

(7 .\

System Setting
6.Auto off set @

ID Copy

\\ N Scan i Toner-saving

“ Note:

Set auto off condition:

» Shutdown under no-port state (default configuration): no port is connected,
printer is under standby or sleep mode.

» Shutdown under idle state: the printer is under standby or sleep mode.
« If auto off condition is satisfied, printer will be off at the preset time.
* After printer is off, power consumption is 0.5W or lower.

* Individual countries (or regions) do not support auto off setting.
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10.2.Network Settings

You can check or set network status via network setting.

1) Press "Menu" to enter the menu setting interface.
2) Press direction key “A” or “¥” and select “ Network Set” option.

3) Press “OK” key to set “Network set”.

~

Menu Setting
4 Network set

ID Copy Recelpt Copy

Toner-saving Cancel Sl’t //

10.3.Network Information
You can check the network status through Network Information.
1) Press "Menu" to enter the menu setting interface.

2) Press direction key “A” or “¥” and select “Network info” option and press “OK” key to view
“wired network information”.

-

Menu Setting “\’;"ifif
5.Network info c |

ID Copy Recelpt Copy

\\ Scan ] Toner-saving Cancel //




10.4. Print information report

You can print information report by operating control panel. These pages can help you to
learn about product information, and diagnose and solve product failures.

1) Press "Menu" to enter the menu setting interface.
2) Press"A" or"V¥"to select "Info.report".

3) Press “OK” key to enter information report print. You can print product report according to

needs.Product reports that could be printed include Demo page, information page, menu
structure page, network configuration, e-mail address, group e-mail, FTP address .

po

Menu Setting
7.Info. report

ID Coy Reipt py

Toner-saving ancel Sl't //

. ":’.".: Note: « The product report above is the most complete version, and may be different
from the product report of model that you actually use. "

10.5. Residual amount of toner

You may check the current residual amount of toner in cartridge with the printer's control panel.
1) Press "Menu" to enter the menu setting interface.
2) Press "A" or " V" to select "TonerRemainder".

3) Press "OK" to enter and check the residual amount.

//

Menu Setting
9.TonerRemainder

ID Copy Recelpt Copy

Toner-saving Cancel S //
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10.6. Online upgrade

This printer supports firmware upgrade with its control panel without a computer.
1) Switch on the printer and then connect it to network.

2) Press "Menu" to enter the Menu Settings interface.

3) Press "A" or "V¥" to select “Online upgrade” and then press “OK”.

4) Please follow instructions to operate. After completion, please reboot the printer.

| & Note:« if the firmware fails to be downloaded, please reboot the printer and then
operate again.
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11.Routine Maintenance

' <" Note: < Printer appearance may differ because of various models and functions,so the
schematic diagram is only for your reference.

11.1.Cleaning the Printer

. ' Note: + Please use mild detergents.

+ Some parts of the printer are still in high temperature within a short time after
use. To prevent burns, please don't directly touch places labled with high
temperature warning in contact with internal components after opening the printer's
front or rear cover.

1. Use a soft cloth to wipe the outside of the printer clean.
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3. Open the front cover and take the laser toner cartridge out along the track.

<" Note: «When removing the toner cartridge, put the toner cartridge in a protective bag
or wrap it with thick paper to avoid direct light damaging the toner cartridge.

4.Clean the inside of the printer by gently wiping the shaded area, as shown in picture,
with adry and lint-free cloth.
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6. Open the auto feed tray and wipe the pickup roller gently with dry lint cloth.

L

*’J; Note: < the machine with the ADF should be regularly cleaned, removing dirt on the top

cover of the ADF. Please wipe the place as shown in figure with a soft cloth.

b \\ -

N -
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11.2.Toner cartridge and drum component maintenance

11.2.1.About toner cartridge and drum component component
1.Cartridge, use and maintenance of the drum assembly.

Please use the original toner cartridge for better printing quality.

Please pay attention to the following items while using the toner cartridge:

* Please keep the toner cartridge in a dry and dark place.

* Do not refill the toner cartridge without permission; otherwise, the damages caused will not be
included in the scope of warranty of the printer.

* Please place the toner cartridge in cool and dry places.

* Please do not place the toner cartridge near ignition sources, as the toner inside it is
inflammable and may cause fire.

* Please pay attention to toner leakage while it is taking out or disassembled. In case of toner
leakage, skin contact with toner or spattering into eyes or mouth, please wash it with clear water
immediately, or see a doctor if feeling unwell.

» When placing the cartridge, please stay away from children may contact area.
2. Service life of toner cartridge
* The service life of toner cartridge is depending on the toner quantity needed by printing.

* When a prompt that “The Toner Cartridge life Expired” appears on the display, it indicates its
service life expires. So please replace it.

3. Service life of drum component

* When a prompt that “The Drum Unit life Expired” appears on the display, it indicates its service
life expires. So please replace it.

11.2.2.Replace toner cartridge and drum component

' Note: Please pay attention to the following matters before replacing toner cartridge:

» Since there may be toner on the surface of toner cartridge, please pay attention
while taking it out to avoid spattering.

* Please place the toner cartridge taken out on paper to avoid large-
scale spattering of toner.

* When installing, do not touch the surface of the toner cartridge, so as to
avoid scratching it.
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Toner cartridge replacement steps:

1. Power off the printer.

3. Press the blue button on the left side of drum component with left hand and lift the
toner cartridge handle with right hand at the same time to take the toner cartridge out.
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4. Open the package of the new toner cartridge and hold the toner cartridge handle to
shake it left and right for 5 — 6 times, so that the toner inside can be uniformly dispersed.

7.Take the drum component with toner cartridge installed and install it inside the
printer along the inner track of printer to finish installing.
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8. Close the front cover.

Replace the drum assembly steps are as follows:

1. Power off the printer.

3. Press the blue button on the left side of drum component with left hand and lift the toner
cartridge handle with right hand at the same time to take the toner cartridge out.
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4. Open the package of new drum component, take the protection device of
drum component, and put the drum component on a horizontal table.

6.Take the drum component with toner cartridge installed and install it inside the printer
along the inner track of printer to finish installing.

7.Close the front cover.
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12. Troubleshooting

Please read this section carefully. It may help you to solve common problems encountered
during the printing process. If the problems persist, please contact Aftersales Service
Centre.

Prior to handling common problems, first check that:

» The power cord is connected correctly and the printer is powered on.

« All of the protective parts are removed.

» The toner cartridge is installed correctly.

* The paper is correctly loaded into the tray.

* The interface cable between the printer and the computer is connected correctly.
» The correct printer driver has been selected and installed properly.

» The computer port is properly configured and is connected to the correct printer port.

12.1.Cleaning Jammed Paper
12.1.1.Middle jam

"« Note: *When removing the paper jam, please don't touch immediately places labled with
high temperature warning in contact with internal components after opening the
printer's front or rear cover, to prevent burns.

1. Pull paper tray out.




2. Gently pull the jammed paper out.

3. Install paper tray.

4. Open the front cover.
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5. Take the laser toner cartridge out along the track. (For the purpose of preventing printing
quality from affecting by the exposure of photosensitive drum, please put the laser toner
cartridge inside the protection bag or warp it with thick paper).

6. Gently pull the jammed paper out.

7. After taking out papers jammed, install the laser toner cartridge again and close the front
cover, then the printer will recover printing.

12.1.2.Paper Jam in the Fuser Unit

' f Note: When papers jammed in fuser unit are taken out, please pay attention and do not
touch the shaded area shown below in order to avoid burns.
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1. Open the front cover and then remove the laser toner cartridge along the guide rail.

2. Open the rear cover.

!. ~
[a]mm]

3. Open the fuser door using the handles on both sides.
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4. Gently pull the jammed paper out.
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5. Close the back cover after removing the paper jammed.

6. Install a new toner cartridge and then close the front cover; then, the printer will recover

printing automatically.
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12.1.3.Duplex Unit Jam

1. Remove the duplex printing unit from the back of the printer.

3. If the paper does not come out along with the duplex unit, open the tray and remove the
jammed paper directly from the bottom.
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4. After taking papers jammed out, install the duplex unit back and inspect other parts to the
product. If it can be ensured that there are no jammed papers, open and close the front cover
and then the printer will recover printing automatically.

' < Note: After all papers jammed are taken out according to the above steps, close the front
cover and tidy the papers in paper tray, then the printer will recover to print
automatically.

« If the printer still does not start printing, please check that all the jammed paper
inside the printer has been cleared.
+ If you cannot remove the jammed paper yourself, please contact your loca

authorized repair center or send the printer to the nearest authorized
service center for repair.|

+ Printer appearance may differ because of various models and functions, so the
schematic diagram is only for your reference.

12.1.4. A paper jam occurs on the automatic document feeder (ADF)

1. Open the ADF's top cover.

85



3. After removing the paper jamed, close the top cover and then the printer will be back to the
ready state.

4. If it is difficult to remove the paper jammed, please try to open the scanner cover and
remove it from the pressing block.
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12.2.Software Failure

Problem

The printer icon will not be displayed
in the “Devices and Printers” folder.

The printer is in Ready mode but it
will not perform any print job.

Failed to install the driver

The driver cannot be used if the IP
address of the printer has been
changed

12.3. Error Message

Error Message Cause

No Laser Toner
Cartridge Detected

Toner Low (this prompt
is displayed together low.
with the standby

picture alternately.)

As the toner is low, it is
not available to accept
the printing job (this
prompt is displayed
together with the
standby picture
alternately.)

Toner cartridge life
expired. out.

Feed jam

The laser toner cartridge is
installed incorrectly or laser
toner cartridge is damaged.

The toner in cartridge runs

If the toner in cartridge
runs low.

The toner in cartridge runs

The print paper is loaded
incorrectly. The paper is

Solution

Reinstall the printer driver. Ensure that the USB
interface cable and the

If the failure still exists after restarting the Make sure
the network cable of USB cable is connected
correctly.

Check whether the print spooler service is enabled.
Check the power supply and the connection of the
printer.

Modify the port IP address of the printer driver.

If the above method does not work, please reinstall
the printer driver.

It is recommended that a fixed IP address should be
set to the network printer.

In the DHCP network, it is recommended to bind the
IP address with the MAC address of the printer.

Measure

The laser toner cartridge is installed
correctly or new laser toner
cartridge is replaced.

Please replace with a new toner
cartridge.

Please replace with a new toner
cartridge.

Please replace with a new toner
cartridge.

Please correctly load the print
paper.

outside of the specification

range.
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Printer paper jam

Scanner is Busy

Scan failed

No paper in ADF

Paper jam occurred on
ADF

The print paper is loaded
incorrectly.

With other scan jobs.

Scanner internal failure.

If you have selected ADF
as the scan source, this
message appears when
you start a copy or scan
job without loading paper
in the ADF.

This prompt appears
when there is a feed jam
or feed failure in copying

or scanning with the ADF.

Please correctly load the print paper.

Please cancel the current scan job or
wait for the completion of other scan
jobs.

Please contact Customer
Service.

Please put in the original properly.

Please remove the paper jam, arrange
well and put originals into the ADF for
scanning again.

s Note: « If the problem remains, please contact Customer Service.

12.4. Common Troubleshooting

12.4.1.Common Trouble

Trouble Type Fault phenomenon Cause Solution

Problems in Poor print quality See 12.4.2 Image See 124.2

printing Defects. Image Defects.
Failed to copy The scanner is damaged. Please contact

, Customer Service.

Problems in

copying Copy Image * The scanner is dirty or * Clean the scanner.
Abnormal defective.

. The toner cartridge is
dirty or damaged.

-t is suggested to
replace the original toner
cartridge.
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The printer does
not work

Problems with

the Printer
Online printing
does not work
Problems in Scanning error
scanning

» Power cord of the device
is not properly connected.

The cable between the
computer and the printer
is not connected properly.

Error in specifying the
print port.

The printer is offline and
User Guide of Printer is
checked.

The printer has not
recovered from an internal
error, such as a paper
jam, paper empty, etc.

* Driver program of printer
is not installed correctly.

«The LCD screen
prompts error messages.

The cable between the
computer and the printer
is not connected properly.

Driver program of printer
is not installed correctly.

* Printer internal failure.

» Data cable of the
device is not properly
connected.

» The scan driver is
installed incorrectly.

e The LCD screen
prompts error messages.

» Ensure proper
connection of the power
cord.

* Please disconnect the
printer cable and then
connect it again.

* Please check printer
settings of the Windows
to make sure the printing
job could be sent to the
correct port. If the
computer is equipped
with several ports, please
be sure to connect the
printer to the correct port.

* Please make sure the
printer is online without
any abnormality.

« Please remove errors to
make the printer return to
normal.

* Please uninstall and
then reinstall the printer
driver.

* Please disconnect the
printer cable and then
connect it again.

» Please uninstall and
then reinstall the printer
driver.

* Ensure proper
connection of the data
cable.

* Reinstall the scan driver.
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Paper feed failure

Problems with
Paper
Handling

Paper Jam

Print multipage
feed

» The printer paper isn't put
properly.
* The print media is beyond

the usage specification
range.

« The pickup roller is dirty.

Too many papers in paper
tray.

Too many papers in paper
tray.

» The print media is
beyond the usage
specification range.

« There is foreign matter in
the feed channel.

* The pickup roller is dirty.

* Internal parts failure.

« Excessive static
electricity on the print
media.

« The print media is damp
or sticks together.

* Internal parts failure.

Please install printing
medium correctly; please
print with manual feed
tray if special printing
medium is used to print.

* Please use the print
media within the
specification range.

* Please clean the
pickup roller.

Take the excessive
papers out from paper
tray; please print with
manual feed tray if
special printing medium
is used to print.

Take the excessive
papers out from paper
tray; please print with
manual feed tray if
special printing medium
is used to print.

Take the excessive
papers out from paper
tray; please print with
manual feed tray if
special printing medium is
used to print.

* Clean the paper path.

» Please clean the pickup
roller.

* Re-separate the print
media to eliminate some
static electricity. It is
suggested that you use
the recommended print
media.

Separate the print media
or use better quality and
dry print media..

| <" Note: « If the trouble still can not be shooted after the above operations, please contact

Customer Service.




12.4.2. Image Defects

Problem
| }
AECD
ab e
12345

The printout
is whitish or
light

Toner spots

White spots

P

Toner
comes off

Cause

* The print media does not meet the
usage specifications, for example the
media is damp or too rough.

» The resolution in the print program is
set too low, concentration setting is too
low, or toner saving mode is ticked.

* Toner cartridge is damaged.

* Toner is low.

* Dirty toner cartridge or toner leakage.
« Toner cartridge is damaged.

* The print media that does not meet
usage specification is used. For example,
the media is damp or too rough.

» The paper path is dirty.

« If toner spots appear when copying
and scanning, the platen glass may be
dirty.

« The scanner is dirty or damaged.

* The print media that does not meet
usage specification is used. For example,
the media is damp or too rough.

* The paper path is dirty.
* Inner damage of toner cartridge.

* The reflective glass of the laser inside
the printer is dirty.

* The print media that does not meet
usage specification is used. For example,
the media is damp or too rough.

* The printing paper medium set and
paper medium placed are not consistent.

*The inside of the printer is dirty.

*Toner cartridge is damaged.

«The parts inside the printer are
damaged.

Solution

* Please use proper print media
within the specification range.

* Set the resolution and
concentration setting of program, or
cancel ticking the save toner mode.

* It is suggested to replace the
original toner cartridge.

* It is suggested to replace the
original toner cartridge.

* Please use the print media within
the specification range.

+ Clean the paper path.
+ Clean the platen glass.

* Please use the print media within
the specification range.

* Clean the paper path.

* |t is suggested to replace the
original toner cartridge.

» Please clean the LSU lens.

* Please use printing medium within
the specification scope, and use
manual feed tray for printing in case
of special medium.

* Please print with corresponding
paper medium.

* Clean the inside of the printer.

- Itis suggested to replace the
original toner cartridge.
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« Dirty toner cartridge.

» Damaged inner parts of toner cartridge.

* The reflective glass of the laser inside
the printer is dirty.
* The paper path is dirty.

« If black vertical stripes appear when
copying or scanning, the scanner or the
platen glass may be dirty.

» Scanner Light bulb has smudges.

» The scanner is damaged.

* The print media that does not meet
usage specification is used. For

example, the media is damp or too
rough.

» Dirty toner cartridge
» Damaged inner parts of toner cartridge.
* The paper path is dirty.

* The transfer voltage inside the printer
is abnormal.

* Scanning exposure.

« If black background or gray
background appears when copying and
scanning, the platen glass may be dirty.

* Dirty toner cartridge.

« Damaged inner parts of toner cartridge.

» The fuser component is damaged.

* The printer paper isn't put properly.
» The feed channel of the printer is dirty.

* The printer paper isn't put properly.

* The print media does not meet the
usage specification.

» The feed channel of the printer is dirty.
* The fuser component is damaged.

* Clean or replace toner cartridge

+ Clean the mirror of the laser at the
back of the printer.

* Clean the feed path of printer.

* Clean the scanner or the platen
glass.

* Please use the print media within
the specification range.

* Clean or replace toner cartridge

* Clean the paper path inside the
printer.

* Please close the cover on the
manuscript, and then carry out
copying and scanning.

* Clean the platen glass.

» Clean or replace toner cartridge

» Please contact customer services
center to replace to a new fuser
assembly.

* Make sure the print paper is
placed correctly.

* Clean the paper path inside the
printer.

* Make sure the print paper is
placed correctly.

* Please use print media within the
specification range.

« Clean the paper path inside the
printer.

* Please contact customer services
center to replace to a new fuser
assembly.
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* Dirty toner cartridge

» The transfer roller inside the printer is
dirty.

» The transfer voltage inside the printer
is abnormal.

» Toner cartridge is improperly installed.
* Inner damage of toner cartridge.

» Abnormal internal charging of machine
or the toner cartridge is not charged.

« If all-black image appear when
copying and scanning, maybe it is
scanning exposure, and the cover on the
manuscript is not properly closed.

* The scanner is damaged.

« The print media that does not meet
usage specification is used. For example,
the media is damp or too rough.

* The inside of the printer is dirty.
* Toner cartridge is damaged.

» The parts inside the printer are
damaged.

* The toner cartridge is not installed
correctly.

* The toner cartridge may be damaged.

« The parts inside the printer are
damaged.

» Clean or replace toner cartridge

» Clean the internal transfer part of
the printer.

* Install ink cartridge correctly.

* It is suggested to replace the
original toner cartridge.

* Please close the cover on the
manuscript, and then carry out
copying and scanning.

* Please use printing medium within
the specification scope, and use
manual feed tray for printing in case
of special medium.

* Clean the inside of the printer.

* Itis suggested to replace the
original toner cartridge.

* Install ink cartridge correctly.

* Itis suggested to replace the
original toner cartridge.

| &' Note: » Failures above can be improved by cleaning or replacing toner cartridge. Please

contact customer services center if the problem can still not be solved.
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13. Menu Structure

With the help of menu structure of this printer on the panel menu, you may know and set
various functions. The steps of printing are as follows:

1) Press "Menu" to enter the menu setting interface.
2) Press "A" or "V¥" to select "Information Report".
3) Press "OK" and then "A" or " V" to select "Print Menu Structure".

4) Press "OK" to print.
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14. Product Specifications

'y

Note: « Specification values vary slightly from printers with different modelswith different

functions ,and product specifications vary from different countries and regions.

* These values are based on the initial data. For more information about the latest
specifications, please visit: : www.icsp.com.cn.

14.1.0verview of the Specifications

Product Size(W*D*H)

Product weight
(exclusive of the
random toner cartridge
and packaging)

Print Environment

Power Voltage

Noise (acoustic
pressure level)

Enter network standby
time

M3030D Series:415mm*365mm*310mm

YPS-3133DN Series: 415mm*360mm*352mm

M3030D Series: 9.5Kg

YPS-3133DN Series: 10Kg

Print temperature range:10-32 (5-35) C

Print humidity range:20%RH~80%RH

110V Model: AC100~127V, 50Hz/60Hz,9A

220V Model: AC220~240V, 50Hz/60Hz,4.5A

Print/scan: <52dB(A)

Standby: <30dB(A)

Copying: <54 dB (A)

5 minutes
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Power Consumption

Operating System

Communication interface

Network standby:
the model with wireless function: 2.366W

Standby < 45W

Shutdown: < 0.5W

Microsoft Windows XP/ Windows Vista/ Windows 7/ Windows
8/ Windows 8.1/ Windows 10/ Windows Server 2003/ Windows
Server 2008/ Windows Server 2012 (32/64 Bit)

macOS 10.6/10.7/10.8/10.9/10.10/10.11/10.12/10.13/10.14

Linux : Ubuntu 12.04/14.04/16.04/18.04 (32/64 Bit)

Hi-speed USB 2.0

IEEE802.3 10Base-T/100Base-Tx
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14.2. Print Specifications
Print Speed Please see Chapter 1.1.
Print Time of First Page | <8.2sec

Print Language Please see Chapter 1.1.

14.3. Copy Specifications

M3030D Series: 30cpm(A4)/33cpm(Letter)

Copy Speed
YPS-3133DN Series: 33cpm(A4)/35cpm(Letter)

Flatbed <10 seconds

FCOT
ADF <11 seconds

Maximum Pages

for Successive 99 pages

Print

Zoom Ratio 25%~400%

Other Copy Functions "ID copy, Receipt copy, N-up copy, Clone copy"

14.4. Scan Specifications

Scan Type Flatbed+ADF

Flatbed: 216x297mm

Maximum Scan Size
ADF: 216x356 mm

Chromoscan Yes

Scan Output Function | Scan to E-mail, PC, FTP and USB
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Company Name: Magnell Associate, Inc. (DBA NEWEGG.COM )
Office address:17560 Rowland St. City of Industry, CA 91748
TEL: (626) 271-9700

USA Only
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